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The Purpose 

(7? HIS CATALOG is compiled with a view towards 
^ assisting you in filling your sheet metal require- 
ments. 

Not only will you find a complete list of sheet metal 
products, supplies and tools illustrated, but also a 
quantity of very useful data which will be of much as- 
sistance in determining the weight, thickness, etc., of 
the standard guages used in connection with the various 
materials. 

Your Correspondence is Solicited, 

not only in connection with the items listed in the cata- 
log, but also concerning any other sheet metal products; 
we shall deem it a pleasure to give you information or 
suggestions on your requirements. 

Atlanta Sheet Metal Works 

INCORPORATED 

ATLANTA, GEORGIA 


ATLANTA SHEET METAL WORKS 
Atlanta, Georgia 



PFhat PFe Have to Offer: 


For a detailed list of the various items we show in this catalog you 

may refer to the index on inside of back cover. 

STOCK: 

We carry a full stock of flat steel sheets from No. 10 gauge to 
No. 29 gauge of all kinds in a variety of sizes; as well as tinplate, 
brass, copper, zinc, and aluminum sheets. 

Our galvanized sheets have a special tight coat galvanizing which 
permits them to be formed or stamped with less danger of breaking 
the spelter. This is an important feature for it means a greatly 
prolonged life for the products of these sheets. 

In addition to the above our stock includes all standard sizes and 
gauges of gutter, pipe, elbows, roofing and trimming, together with 
kindred items which are mentioned in the following pages. 

EQUIPMENT: 

A complete line of modern equipment for shearing, forming and 
punching sheets from the lightest weight to No. 10 gauge steel, as 
well as acetylene and electrical spot welding, together with our paint- 
ing and enameling department, enable us to turn out not only our 
staple products, but almost any special orders to the best advantage. 
A large proportion of our business consists of making special metal 
parts for other manufacturers to be used in their own products. 

ERECTION: 

In cases of large installations, as in large blow-pipe or ventilating 
systems, we shall be glad to make estimates covering the entire job, 
furnished and erected. We maintain a crew of experienced erection 
mechanics for this purpose, because there are times when it is not 
practicable for the customer to arrange for the erection himself. 

ENGINEERING: 

As in other lines, there are technical difficulties encountered in 
the working of sheet metals, and perhaps our greatest asset is our ex- 
perience of over 20 years which often enables us to give valuable sug- 
gestions to our customers in producing some new sheet metal article. 

SERVICE: 

We attribute our rapid growth, in a large measure, to the prompt- 
ness of our service. Each order received is rushed through, shipment 
of stock items usually being made the same day. 

GUARANTEE: 

We absolutely guarantee the quality and workmanship of our 
products. 

REFERENCES: 

We refer you to any of the leading architects, engineers or general 
contractors of Atlanta as to our responsibility. 
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ATLANTA SHEET METAL WORKS 
Atlanta, Georgia 


Flat Steel Sheets 


STANDARD GALVANIZED STEEL SHEETS: 

These sheets are made for us by one of the largest mills in the 
country, of steel of great tensil strength and ductility. They are accu- 
rately rolled and thoroughly annealed and carefully sheared, and are 
given a special dead soft temper so that they may be easily formed. 
They are thoroughly and fully covered by the best grade of spelter, 
applied hot and with such care as to insure the highest efficiency. The 
methods used insure adhesion of this coating under all ordinary strains 
of bending, seaming, etc. 

COPPEROID GALVANIZED STEEL SHEETS: 

These sheets are offered to the trade as the most durable metal 
sheets to be obtained at a price but little more than ordinary steel 
sheets. They are extraordinarily durable as was fully proven by a re- 
cent test conducted by The American Society for Testing Materials, in 
which they outlasted all sheets made of Bessemer or Open-Hearth 
Steel, Wrought Iron, and so-called “Pure Iron” made in open-hearth 
steel furnaces, when exposed to atmospheric conditions under exactly 
similar circumstances. 

Copperoid Steel Sheets are excellent for fabricating purposes and 
are strongly recommended for use in roofing, siding, and all exterior 
metal work where exposed to conditions tending to cause rust. 

BLACK STEEL SHEETS — One Pass Cold Rolled Box Annealed : 

These are dead soft black sheets of high quality especially adapted 
to forming and working into shapes, and is the most popular black 
sheet for general sheet metal work. 

BLUE ANNEALED SHEETS: 

These sheets come only in No. 16 gauge and heavier, and are suit- 
able where there is not much forming required. 

JAPANNING STOCK: 

These sheets are intended for use where a smooth even surface 
is required. 

METAL FURNITURE STOCK— SOFT OPEN HEARTH METAL 

This is the finest grade of black sheets and is used in the manu- 
facture of high grade metal furniture, or any other purpose where a 
nigh finish is desired. 

GALVANIZED ARMCO IRON SHEETS: 

These are distinguished from steel sheets in that they are prac- 
tically pure iron made under a different process and their freedom 
from impurities gives them a high resistance against rust. 

PATENT LEVELLING: 

This is a process for removing all buckles, etc., from sheets leaving 
them with a perfectly flat, even surface. 

CRIMPING: 

Where sheets are to be used on long exposed surfaces, where a 
good appearance is desirable, it is customary to run the sheets through 
3/16" crimping rolls, which removes the appearance of buckles, etc., 
and greatly enhances the attractiveness of the finished work. 


ATLANTA SHEET METAL WORKS 

Atlanta, Georgia 
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Bundling Table of Galvanized Sheets 

Showing weights in standard sizes, sheets and bundles (without bands) 
and number of sheets in one bundle. 
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2 
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61.87 

3 
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3 

163 

46.87 

3 
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39.37 

4 

157 

35.62 

4 

142 

26 

X 

72 

75.16 

2 

150 

67.03 

2 

134 

58.91 

3 
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50.78 

3 

152 

42.66 

4 

171 

38.59 

4 

154 

28 

X 

72 

80.94 

2 

162 

72.19 

2 

144 

63.44 

2 

127 

54.69 

3 

164 

45.94 

3 

138 

41.56 

4 

166 

30 

X 

72 

86.72 

2 

173 

77.34 

2 

155 

67.97 

2 

136 

58.59 

3 

176 

49.22 

3 
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44.53 

3 
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36 

X 

72 

104.06 

2 
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92.81 

2 
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2 
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2 
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59.06 

3 
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X 

84 
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4 

166 

26 

X 

84 
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2 
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3 
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28 

X 
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2 
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2 
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2 
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3 
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3 
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30 

X 

84 
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2 
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2 
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79.30 

2 
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68.36 

2 
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3 
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51.95 

3 
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36 

X 

84 

121.41 

1 
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108.28 

2 
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95.16 

2 

190 

82.03 

2 

164 

68.91 

2 

138 

62.34 

2 

125 

24 

X 

96 

92.50 

2 

185 

82.50 

2 

165 

72.50 

2 

145 

62.50 

2 

125 

52.50 

3 

157 

47.50 

3 

142 

26 

X 

96 

100.19 

2 

200 

89.36 

2 

179 

78.53 

2 

157 

67.70 

2 

135 

56.86 

3 

171 

51.45 

3 

154 

28 

X 

96 

107.88 

2 

216 

96.22 

2 

192 

84.55 

2 

169 

72.89 

2 

146 

61.23 

3 
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55.40 

3 
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30 

X 

96 
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2 
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103.12 

2 

206 
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2 
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2 
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2 
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3 
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36 

X 
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1 
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1 
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1 
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1 
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2 
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2 
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2 
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30 

X 
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1 
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1 
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1 
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97.66 

2 
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2 
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2 
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1 
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1 
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1 
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2 
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2 
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Differential 
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= .0375" 
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24 x 

72 
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5 
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5 

144 
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6 

155 

22.87 

7 

160 

19.87 

8 
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18.37 

8 

147 
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72 
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4 
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31.28 

5 
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5 

140 
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6 
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7 
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8 
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72 
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4 
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5 
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30.19 
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6 
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7 
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7 
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72 
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4 
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5 
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5 
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6 
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7 
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72 
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3 
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4 
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6 
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84 
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33.69 

5 

168 

30.19 

5 

151 

26.69 
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5 
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42.11 

4 

168 

37.73 

4 

151 

33.36 

5 

167 

28.98 

5 

145 

26.80 

6 

161 

36 x 

84 

55.78 

3 

167 

50.53 

3 

152 

45.28 

3 

136 

40.03 

4 

160 

34.78 

4 

139 

32.16 

5 

161 

24 x 

96 

42.50 

4 

170 

38.50 

4 

154 

34.50 

4 

138 

30.50 

5 

152 

26.50 

6 

159 

24.50 

6 

147 

26 x 

96 

46.03 

3 

138 

41.70 

4 

167 
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3 
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4 
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35.57 

4 
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30.91 

5 
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5 
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96 
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3 
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48.12 

3 
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4 
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38.12 

4 
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5 
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5 
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36 x 

96 
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2 
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3 
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3 
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45.75 

3 
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39.75 

4 
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4 
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3 
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3 
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4 
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3 
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38.64 

4 

155 

35.72 

4 

143 

30 x 
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2 
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2 
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2 
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3 
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3 
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3 

138 


Page U 


ATLANTA SHEET METAL WORKS 
Atlanta, Georgia 


Bundling Table of Galvanized Sheets 

(Continued) 

Showing weights in standard sizes, sheets and bundles (without bands) 
and number of sheets in one bundle. 
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Differentials 
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Wgt. Sq. ft. 


.78 lbs. 


.72 lbs. 


.66 lbs. 


.78 lbs. 


.72 lbs. 


.66 lbs. 


Thickness 


l/64"x.0156 /! 


9/640" =.0141 


1/80" =.0125 
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Size 

of 

Sheet 


24x72 

26x72 

28x72 

30x72 

36x72 


r* w _ . 

tiw Jz; {£pq 


° IS 

,o ® 2 


9.37 16 150 
10.16 15 152 
10.94 14 153 
11.72 13 152 
14.06 11 155 


12 


+3 +3 ® 

ri+5 O P P 

as aB 

<D rj O CD £ 

x^w % ^pq 


8.62 17 147 
9.34 16 149 
10.06 15 151 
10.78 15 162 
12.94 12 155 



pp 


7.87 19 150 
8.53 17 145 
9.19 16 147 
9.84 15 148 
11.81 13 154 


Size 

of 

Sheet 


24x96 

26x96 

28x96 

30x96 

36x96 


12 

CD 

CD 

P 

m 


pp 

^03 


Pp 

Mg 

P P 

£pq 


+3 SH PP 

as ° §B 
IS I lm 


42 

i 

° “ °® 

h ° if 

'5> S 6 ® p 

x£w & ?£pq 


12.50 12 150 
13.54 11 149 
14.58 10 146 
15.62 10 156 
18.75 8 150 


11.50 13 149 
12.46 12 150 
13.41 11 148 
14.37 10 144 
17.25 9 155 


10.50 15 157 
11.37 13 148 
12.25 12 147 
13.12 11 144 
15.75 10 157 


24x84 

26x84 

28x84 

30x84 

36x84 


10.94 14 153 
11.84 13 154 
12.76 12 153 
13.67 11 150 
16.41 9 148 


10.06 15 151 
10.90 14 153 
11.74 13 153 
12.58 12 151 
15.09 10 151 


9.19 16 147 
9.95 15 149 
10.72 14 150 
11.48 13 149 
13.78 11 152 


24x120 

26x120 

28x120 

30x120 

36x120 


15.62 10 156 
16.92 9 152 
18.23 8 146 
19.53 8 156 
23.44 7 164 


14.37 10 144 
15.57 10 156 
16.77 9 151 
17.97 9 162 
21.56 7 151 


13.12 11 144 
14.21 11 156 
15.31 10 153 
16.41 9 148 
19.69 8 158 
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STANDARD DIFFERENTIALS AND EXTRAS 


GALVANIZED SHEETS AND 
LONG TERNE SHEETS 


Gauge 
30 Add 
29 Add 


28 (Carload quantitis) 

27 Deduct 

25-26 Deduct 

22-24 Deduct 

17-21 Deduct 

15-16 Deduct 

12-14 Deduct 

10-11 Deduct 


Price Per 
Hundred Pounds 

50c 

25c 

Base 

15c 

30c 

45c 

60c 

75c 

_ 90c 

$1.00 


STANDARD SIZES 

No. 30 and heavier in even gauges. 

Widths: 24, 26, 28, 30, and 36 inches. 

Lengths: 72, 84, 96, and 120 inches.. 

Note — On all sizes other than standard, when speci- 
fied in quantities of less than 4000 pounds to the 
item, prices will be quoted on application. 

EXTRAS FOR WIDTH 


Gauge 

15 Ga. and Heavier... 
15 Ga. and Heavier... 
15 Ga. and Heavier... 
15 Ga. and Heavier... 

15 Ga. and Heavier... 

16 Ga 

16 Ga 

16 Ga 

16 Ga — 

16 Ga 

17 and 18 Ga 

17 and 18 Ga 

17 and 18 Ga 

17 and 18 Ga 

17 and 18 Ga 

19 to 21 Ga 

19 to 21 Ga 

19 to 21 Ga 

19 to 21 Ga 

19 to 21 Ga 

19 to 21 Ga 

22 to 24 Ga 

22 to 24 Ga 

22 to 24 Ga 

22 to 24 Ga 

22 to 24 Ga 

25 and 26 Ga 

25 and 26 Ga 

25 and 26 Ga 

25 and 26 Ga 

27 Ga 

27 Ga 

27 Ga 

27 Ga 

27 Ga- 


Extra Per 

Width Hundred Pounds 

24" to 40" Base 

Over 40" to 44" 10c 

Over 44" to 48" 20c 

. Over 48" to 52" 30c 

. Under 24" to 12" 20c 

24" to 36" Base 

. Over 36" to 44" 10c 

Over 44" to 48" 20c 

Over 48" to 52" 35c 

. Under 24" to 12" 20c 

24" to 36" Base 

Over 36" to 44" 10c 

Over 44" to 48" 20c 

Over 48" to 52" — 35c 

Under 24" to 12" 20c 

24" to 36" Base 

Over 36" to 40" 20c 

Over 40" to 44" 30c 

Over 44" to 48" 40c 

Over 48" to 52" 50c 

Under 24" to 12" 20c 

24" to 36" Base 

to 40" 20c 


!8 Ga 

! Ga 

I Ga - 

! Ga 

I and 30 Ga 

) and 30 Ga ..... 

) and 30 Ga 


Over 

Over 

Over 

Under 

Over 

Over 

Under 

Over 

Over 

Over 

Under 

Over 

Over 

Under 

Over 

Under 


EXTRAS FOR 


36" 

40" to 44" 40c 

44" to 48" 60c 

24" to 12" 20c 

24" to 36" Base 

36" to 40" 30c 

40" to 44" 60c 

24" to 12" 25c 

24" to 32" Base 

32" to 36" 10c 

36" to 40" 50c 

40" to 44" 75c 

to 12" 25c 

to 32" Base 

to 36" 20c 

__ to 40" 60c 

24" to 12" 25c 

24" to 32" Base 

32" to 36" 20c 

24" to 12" 25c 

ppa i Fv<m? 


24" 

24" 

32" 

36" 


Gauge 

10 to 12 Ga 

10 to 12 Ga 

10 to 12 Ga 

13 and 14 Ga 

13 and 14 Ga 

13 and 14 Ga 

15 and 16 Ga. 

15 and 16 Ga — 

16 and 16 Ga. 

17 to 24 Ga 

17 to 24 Ga 

17 to 24 Ga 

25 to 30 Ga 

25 to 30 Ga 

25 to 30 Ga 


Extra Per 

Length Hundred Pounds 

60" to 144" Base 

Over 144" to 168" 50c 


ONE PASS COLD ROLLED 
BLACK SHEETS 

Price Per 


Gauge 

Hundred Pounds 

30 

Add 

20c 

29 

Add 

10c 

28 

(Carload quantities) — 

Base 

27 

Deduct 

5c 

25-26 

Deduct — 

10c 

22-24 

Deduct - .... - 

15c 

17-21 

Deduct 

20c 

15-16 

Deduct - 

25c 

13-14 

Deduct _ 

30c 

10-12 

Deduct 

. — 35c 


STANDARD SIZES 
No. 25 and heavier in even gauges. 

Nos. 26 to 30 

Widths: 24, 26, 28, 30, and 36 inches. 

Lengths: 72, 84, 96, and 120 inches. Also 24x101 
for stove pipe manufacture. 

Note — On all sizes other than standard, when speci- 
fied in quantities of less than 4000 pounds to the 
item, prices will be quoted on application. 

EXTRAS FOR WIDTH 

Extra Per 

Gauge 

16 Ga. and Heavier — 

16 Ga. and Heavier — 


17 to 18 Ga 

17 to 18 Ga 

17 to 18 Ga 

17 to 18 Ga 

19 to 21 Ga 

19 to 21 Ga 

19 to 21 Ga.._ . 

22 to 24 Ga 

22 to 24 Ga 

22 to 24 Ga 

25 to 27 Ga- 
25 to 27 Ga 


Width Hundred Pounds 


24" 

and wider 

Base 

Under 

24" 

to 12" 

10c 

Under 

12" 

to 6" 

20c 


24" 

to 36" 

Base 

Over 

36" 

to 48" 

5c 

Under 

24" 

to 12" 

15c 

Under 

12" 

to 6" 

25c 


24" 

to 36" 

Base 

Over 

36" 

to 44" 

15c 

Over 

44" 

to 48" 

25c 


24" 

to 36" 

Base 

Over 

36" 

to 40" 

20c 

Over 

40" 

to 48" 

40c 


24" 

to 36" 

Base 

Over 

36" 

to 40" 

20c 


28 

Ga 


24" to 32" 

Base 

28 

Ga. 

... Over 

32" to 36"- 

10c 

28 

Ga 

... Over 

36" to 40" 

40c 

29 

to 30 Ga. 


24" to 32" 

Base 

29 

to 30 Ga 

Over 

32" to 36" 

10c 


EXTRAS 

FOR m 

itt LENGTH 





Extra Per 


Gauge 

Length Hundred Pounds 

16 

Ga. and Heavier 


60" to 144" 

Base 

16 

Ga. and Heavier 

... Under 

60" to 30" 

10c 

17 

to 18 Ga 


60" to 124" 

Base 

17 

to 18 Ga 

Over 

124" to 144" 

10c 

17 

to 18 Ga 

•• Under 

60" to 30" 

15c 

19 

to 21 Ga 


60" to 124" 

Base 

19 

to 21 Ga 

Over 

124" to 144" 

10c 

19 

to 21 Ga. 

... Under 

60" to 30" 

15c 

22 

to 24 Ga. 


60" to 124" 

Base 

22 

to 24 Ga. 

~ Over 

124" to 144" 

10c 

22 

to 24 Ga 

... Under 

60" to 30" 

15C 

25 

Ga. and Lighter 


60" to 124" 

Base 

25 

Ga. and Lighter 

~ Over 

124" to 144" 

10c 

25 

Ga. and Lighter... — 

.. Under 

60" to 30" 

20c 


BLUE ANNEALED 

SHEETS 





Price Per 

Gauge 


Hundred Pounds 

8 

and Heavier 


Less 5c 


9 and 10 
11 and 12 
13 and 14 
15 and 16 


(Carload quantities) 


Base 
....Add 5c 
...Add 10c 
.._Add 20c 


Under 

60" 

to 30" 

10c 

item, i 


60" 

to 144" 

Base 



Over 

144" 

to 168" 

50c 



Under 

60" 

to 30" 

10c 




60" 

' to 144" 

Base 

16 

Ga. 

Over 

144" 

to 168" 

50c 

16 

Ga. 

Under 

60" 

to 30"....— 

10c 

16 

Ga. 


60" 

to 124" 

Base 



Over 

124" 

to 144" 

10c 



Under 

60" 

to 30" 

20c 




60" to 124" 

Base 

16 

Ga. 

Over 

124" to 144" 

10c 

16 

Ga. 

Under 

60" 

to 30" 

25c 

16 

Ga. 


STANDARD SIZES 

Even Gauges. 

Widths: 24, 26, 28, 30, 36, 42, 48, 60, and 72 inches. 
Lentghs: .„72, 84, 96, 120, and 144 inches. 

Note — On all sizes other than standard, when speci- 
fied in quantities of less than 4000 pounds to the 
11 be quoted on application. 

EXTRAS FOR WIDTH 

Extra Per 
Hundred Pounds 

avier Under 24" to 12" 10c 

avier Under 12" to 6" 15c 

24" and wider .Hone 


and Heavier 

EXTRAS FOR 


LENGTH 

Extra Per 

Length Hundred Pounds 
60" and longer —None 


16c 


ATLANTA SHEET METAL WORKS 

Atlanta, Georgia 



Standard Weights and Thick- 
ness of Flat Sheets 

U. S. Standard Gauge for sheets established 


by Act of Congress July, 1893. 


Gauge 

Black 
Thickness 
Fractions of 
Inch 

Black 

Thickness 

Decimal 

Parts 
of Inch 

Black 

Weight per 

Square Foot 

in Pounds 

Galvanized 

Weight per 

Square Foot 

in Pounds 

Galvanized 

Weight per 

Square Foot 

in Ounces 

7 

3-16 

.1875 

7.5 

7.656 


8 

11-64 

. 171875 

6.875 

7.031 


9 

5-32 

. 15625 

6.25 

6.406 


10 

9-64 

. 140625 

5.625 

5.781 

m 

11 

1-8 

.125 

5. 

5.156 

82 j 

12 

7-64 

. 109375 

4.375 

4.531 

72£ 

13 

3-32 

.09375 

3.75 

3.906 

62i 

14 

5-64 

.078125 

3.125 

3.281 


15 

9-128 

.0703125 

2.8125 

2.9685 

47 w 

16 

1-16 

.0625 

2.5 

2.656 

42± 

17 

9-160 

.05625 

2.25 

2.406 

38i 

18 

1-20 

.05 

2. 

2.156 

34% 

19 

7-160 

.04375 

1.75 

1.906 

30% 

20 

3-80 

.0375 

1.50 

1.656 

26% 

21 

11-320 

.034375 

1.375 

1.531 

24% 

22 

1-32 

.03125 

1.25 

1.406 

22\ 

23 

9-320 

.028125 

1.125 

1.281 

20^ 

24 

1-40 

.025 

1 . 

1.156 

18J 

25 

7-320 

.021875 

.875 

1.031 

m 

26 

3-160 

.01875 

.75 

.906 

m 

27 

11-940 

.0171875 

.6875 

.8435 

m 

28 

1-64 

.015625 

.625 

.781 

12% 

29 

9-640 

.0140625 

.5625 

.7185 

m 

30 

1-80 

.0125 

.5 

.656 

10J 



Imitation Pressed Brick Siding 



5 — V — Crimped Roofing V — Crimped Roofing 



Galvanized Corrugated Roofing 


Number of Corrugated Sheets in One Square 
(100 sq. ft.— no allowance for laps) 


Length 
of Sheet 

2§ in. Corrugations 
(Sheets 26 in. wide) 

\% in. Corrugations 
(Sheet 25 in. wide) 

60 inches 

9.231 

9.600 

72 inches 

7.692 

8.000 

84 inches 

6.593 

6.857 

96 inches 

5.769 

6.000 

108 inches 

5.128 

5.333 

120 inches 

4.616 

4.800 

144 inches 

3.846 

4.000 


FORMED ROOFING 
SHEETS 

Standard Weights Per 
Square 

Weight of bands not included 


In order to insure uniformity 
it is essential that the square 
weights given in the follow- 
ing table be observed when 
Formed Sheets for Roofing 
are sold by the square. 


Number of Square Feet in One Corrugated Sheet 
(Standard Lengths) 


Length 
of Sheet 

2\ in. Corrugations 
(Sheet 26 in. wide) 

1 y A in. Corrugations 
(Sheet 25 in. wide) 

60 inches 

10.833 

10.416 

72 inches 

13.000 

12.500 

84 inches 

15.166 

14.583 

96 inches 

17.333 

16.666 

108 inches 

19.500 

18.750 

120 inches 

21.666 

20.833 

144 inches 

26.000 

25.000 


GALVANIZED 


PRODUCTS Gauge 

29 

28 

27 

26 

25 

24 

23 

22 

21 

20 

18 

16 

2\ inch Corrugated Siding (26" wide) _ _ 
2% in. Corrugated Roofing (27£" wide). 
\\ inch Corrugated (25" wide) __ __ 

Two V Crimped, without Sticks 

Three V Crimped, without Sticks.. . . . 
Four V Crimped, without Sticks.. _ 

Five V Crimped, without Sticks 

Pressed Standing Seam, without Cleats 
Roll Roofing, without Cleats. . 

Roll and Cap Rfg., with Caps and Cleats 

Beaded Ceiling. _r__i 

Weatherboard Siding 

Plain Brick Siding 

Rock Face Brick (and Stone) Siding. .. 

77 

78 
81 

78 

79 

83 

84 
79 
81 
86 
78 
81 
72 
72 

84 

85 
88 

85 

86 

90 

91 
86 
88 
93 
85 
88 
78 
78 

91 

92 
95 
91 

93 

97 

98 
93 
95 

100 

91 

95 

84 

84 

98 

99 
102 

98 

100 

104 

106 

100 

102 

108 

98 

102 

91 

91 

111 

113 
116 
112 

114 

119 

120 
114 
116 
123 
112 
116 

125 * 

126 
130 
125 
128 
133 
135 
128 
130 
137 
125 
130 

* i’38 

140 
144 
139 

141 
147 
149 
141 

144 

151 
153 
158 

152 
155 
162 
164 
155 

158 

165 
167 
172 

166 
169 
176 
179 
169 

178 
181 
186 

179 
183 
191 
193 
183 

232 

235 

286 

290 









— 
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ST, 


COPPER IN SHEETS AND ROLLS 

We can supply sheet copper either Hard (Cold Rolled), Soft (Hot Rolled), Polished on one 
or both sides, or polished and Tinned on one or both sides. 

The standard size sheets we usually carry in stock are 14 oz. and 16 oz. weight, 30 and 3b 

wide by 96" and 120" long. . , __ „ , ,, 

We also carry rolled copper in strips 4", 6 and. 12 wide, about 50 lbs. to the roll. 

On special orders we can give prices for mill shipments. 

We have complete facilities for shearing, forming or stamping sheet copper, and shall be glad 
to give prices on any special copper jobs. 

Hot Rolled Sheet Copper in Flat Sheets Sheet Copper in Rolls 

List Extras in cents per pound over base price. 


[LTHICKNESS OR WEIGHT 

PER SQ. FT. IN OUNCES 

64 

oz. 

to 

1" 

48 

to 

64 

oz. 

32 

to 

48 

oz. 

24 

to 

32 

oz. 

20 

to 

24 

oz. 

18 

to 

20 

oz. 

16 

to 

18 

oz. 

15 

oz. 

14 

oz. 

13 

oz. 

12 

oz. 

11 

oz. 

10 

oz. 

9 

oz. 

WIDTHS 

LENGTHS 

ADVANCES IN CENTS PER POUND OVER BASE PRICES 

6" 

6"to 24" both included 


BA 

SE 


2 

21 

3 

3* 

5 

7 

9 

Ill 

14 

17 

to 

Over 24" to 60" 


PRI 

CE 


1 

n 

2 

2} 

4 

5 

7 

81 

10 

12 

10" 

Over 60" to 96" 


APP 

LIES 


1 

n 

2 

2 1 

4* 

51 

71 

91 

11 

13 

both 

Over 96" to 120" 


O 

N 


2 

21 

3 

3a 

5 

61 

8 

11 

121 

15 

included 

Over 120" to 200" 


SIZ 

ES 


3 

3a 

4 

4t 

5a 

71 

91 

13 

15 

18 

Over 

Any Length up to 24" 


INS 

IDE 

1 

2 

21 

3 

3t 

5 

61 

8 

91 

12 

15 

10" 

Over 24" to 60" 


O 

F 

1 

1 

H 

2 

2? 

3 

4 

5 

7 

9 

12 

to and 

Over 60" to 96" 


TH 

IS 

1 

1 

It 

2 

21 

31 

41 

51 

8 

101 

14 

including 

Over 96" to 120" 


HE 

AVY 

1 

11 

2 

21 

3 

4 

5 

6 

9 

12 

16 

20" 

Over 120" to 200" 


BL 

ACK 

n 

2* 

3 

3t 

4 

5 

6 

8 

11 

14 

18 

Over 20" 

Any Length up to 60" 

LI 

NE 

2 

3 

3? 

4 

4t 

5 

6a 

9 

121 

15 

18 

21 

to and 

Over 60" to 96" 



1 

n 

2 

21 

3 

4 

5 

61 

81 

11 

14 

17 

including 

Over 96" to 120" 



n 

2 

2a 

3 

3a 

4? 

7 

9 

111 

131 



28" 

Over 120" to 200" 



2 

3 

4 

5 

6 

7 

10 

13 

16 

19 



Over 28" 

Any Length up to 72" 


1 

2 

2* 

3 

3a 

4 

5 

Bt 

9 

12 

15 

18 

21 

to and 

Over 72" to 96" 


1 

1 

1 

11 

2 

2* 

3 

4 

6 

81 

11 

14 


including 

Over 96" to 120" 


I 

1 

U 

2 

2a 

3 

4 

6 

9 

12 

15 



36" 

Over 120" to 200" 


1 

2 

3 

4 

5 

6 

8 

11 

14 

17 

20 



Over 36" 

Any Length up to 72" 


1 

2 

3 

4 

5 

6 

9 

12 

16 

20 

24 

28 


to and 

Over 72" to 98" 


1 

1 

2 

3 

4 

5 

7t 

11 

15 

19 

23 

27 


including 

Over 96" to 120" 


* 

U 

21 

31 

4t 

6 

9 

13 

17 

22 




48" 

Over 120" to 200" 


1 

2 

3a 

5 

7 

9 

12 

16 

21 

26 




Over 48" 

Any Length up to 72" 

1 

21 

4* 

61 

8a 

10i 

13 

16 

20 






to and 

Over 72" to 96" 

1 

1 

3 

5 

7 

9 

12 

15 

19 






including 

Over 96" to 120" 

1 

H 

4 

51 

71 

9i 

lit 








60" 

Over 120" to 200" 

1 

3 

5 

7 

10 

13 

16 








Over 60" 

Any Length up to 72" 

2 

4 

6 

81 

12 

15| 

18 








to and 

Over 72" to 96" 

H 

3 

5 

71 

11 

14t 

20 








including 

Over 96" to 120" 

n 

3* 

6 

9 

12 

15| 









72" 

Over 120" to 200" 

2 

4 

7 

10 

13 










Over 72" to 

Any Length up to 96" 

3 

6 

9 

12 

15 










a nH i no 1 1 iH _ 

flvor Qf Vf tn 120" 

2 

5 

8 

11 

14 










U IIU 1 llbl UU“ 

ing 108" 

uvur CIO IU 1 

Over 120" to 200" 

31 

7 

10 

13 











24 


B. & S. Ga. 

Decimal Equiva- 

lent in Inches. 

Nearest Equiva- 

lent Wt. in Oz. 
per Sq. Ft. 

Over 2 in. to 8 in. 

Incl. 

Over 8 in. to 12. 

in. Incl. 

Over 12 in. to 14 

in. Incl. 

Over 14 in. to 16. 

in. Incl. 

I Over 16 in. to 18 

| in. Incl. 

Over 18 in. to 20 

in. Incl. 

20 

.0319 

24 

Base 

1 

2 

3 

5 

7 

21 

.0284 

20 

1 

1 

21 

4 

6 

8 

22 

.0253 

18 

1 

1 

21 

4 

6 

8 

23 

.0225 

16 

1 

11 

3 

5 

7 

9 

24 

.0201 

15 

1 

11 

3 

5 

7 

9 

25 

.0179 

14-13 

11 

2 

4 

6 

8 

10 

26 

.0159 

12 

11 

2 

4 

6 

8 

10 

27 

.0142 

11-10 

2 

3 

5 

7 

9 

11 

28 

.0126 

9 

2 

3 

5 

7 

9 

11 

29 

.0112 

8 

21 

4 

6 

8 

10 

12 

30 

.0100 

7 

2 \ 

4 

6 

8 

10 

12 

31 

.0089 


3 

5 

7 

9 

- 

- 

32 

.0079 

6 

4 

6 

8 

10 

- 

- 

33 

.0071 


5 

7 

9 

- 

- 

- 

34 

.0063 


8 

10 

12 

- 

- 

- 

35 

.0056 


11 

14 


- 

- 

- 

36 

.0050 


14 

18 

— 

— 






TINNING 

HOT AND COLD ROLLED AND 
POLISHED COPPER 


THE LONGEST DIMENSION OF ANY SHEET SHALL BE CONSIDERED AS ITS LENGTH 
SHEETS OVER 1 INCH THICK OR OVER 200 INCHES LONG - SPECIAL PRICES 


Dimensions 

20" 

wide 

and 

under 

Over 
20" up 
to and 
includ- 
ing 48" 

Over 

48" 

wide 

Sheets up to 

6 cts. 

7 cts. 

8 cts. 

and including 

per sq. 

per sq. 

per sq. 

96" long 

ft. 

ft. 

ft. 

Sheets over 96" 

7 cts. 

8 cts. 

9 cts. 

long-. — 

per sq. 
ft. 

per sq. 
ft. 

per sq. 
ft. 


Cold or Hard Rolled Copper, 14 oz. per sq. foot and 
heavier, extra over net advances for Hot Rolled 
Copper : 

Sheets 3 cts. per lb. Circles 4*4 cts. per lb. 

Cold or Hard Roller Copper, lighter than 14 oz. per sq. 
foot, extra over net advances for Hot Rolled Copper : 

Sheets 6 cts. per lb. Circles 8 cts. per lb. 

Tinned Cold Rolled Copper Sheets and Circles, require an 
additional rolling after being tinned and the follow- 
ing extra over above advances will be charged : 

Yz ct. per lb. 

Polished Copper in 10. in. Wide and Under, extra over 
price for Cold Rolled Copper of corresponding di- 
mensions and thicknesses : 

48 in. and less, 6 cts. per sq. ft. 

Over 48 in. to 96 in., inch, 7 cts. per sq. ft. 


Polished Copper, wider than 10 in., up to and including 
36 in., extra over price for Cold Rolled Copper of 
corresponding dimensions and thicknesses : 

48 in. and less, 5 cts. per sq. ft. 

Over 48 in. to 96 in., inch, 6 cts. per sq. ft. 

Polished Copper Wider than 36 in., extra over price of 
Cold Rolled Copper of corresponding dimensions and 
thicknesses : 

48 in. and less, 8 cts. per sq. ft. 

Over 48 in. to 96 in., incl., 9 cts. per sq. ft. 

Polished Both Sides, double the above extras for “Pol- 
ished Copper.” 

Polished Copper longer than 96 in., prices quoted upon 
application. 

Planished Copper, extra over prices of Polished Copper 
of corresponding dimensions and thicknesses : 
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Atlanta, Georgia 


Brass 



We carry in our warehouse in 
Atlanta a stock of brass carefully 
selected to fill a long felt want in 
this section, and can make ship- 
ment of these sizes the same day 
orders are received. For items not 
shown on this list, we have a direct 
mill connection from whom we may 
procure anything in brass that may 
be needed. 


We also have facilities for cutting to any size desired, and punching, forming, etc. Among 
the items we make to order, we might mention kick-plates, push plates, brass fire-place fronts, 
etc., with dull or bright finish, oxidized, hammered, etc. 


STOCK ON HAND: 



B.&S. Ga. 

USS Ga. 

Thickness 

Wgt. Sq. ft. 

Half-Hard Brass Sheets, 24" x 48" 

do 

do 

No. 12 

No. 14 

No. 16 

No. 14 

No. 16 

No. 18 

.08081" 

.06408" 

.05082" 

3.56 lbs. 
2.824 lbs. 
2.239 lbs. 

Half-Hard Brass Sheets in Rolls 14" wide.... 
do 
do 

No. 18 

No. 20 

No. 24 

No. 20 

No. 22 

No. 26 

.04030" 

.03196" 

.02010" 

1.776 lbs. 
1.408 lbs. 
.886 lbs. 

Soft Brass Sheets in Rolls 14" wide 

do 

do 

No. 26 

No. 30 

No. 32 

No. 28 

No. 32 

No. 34 

.01594" 

.01003" 

.00795" 

.702 lbs. 
.442 lbs. 
.350 lbs. 

High Spring Brass Wire 

do 

No. 12 

No. 14 


.08081" 

.06408" 

1.876 lbs. 
1.180 lbs. 

do 

No. 16 


.05082" 

.742 lbs. 

Round Hard Drawn Brass Rod 




Wgt. per Ft. 





1811 lbs. 





.2829 lbs. 

v 8' to 10' 




4074 lbs. 

/© A O tU JL\J 

i /" v in' 




7243 lbs. 

x 8' to 10' 


BRASS ORNAMENTAL RAILINGS: Owing to the wide variety of styles and sizes, we do not 
carry these items in stock, but are in a position to take orders for prompt shipment from the 
mills, and shall be glad to supply quotations at any time. 


BRASS RINGS 

BRASS SCREWS We carry an assorted stock of such small items 

BRASS S-HOOKS as these, which in the past have been sometimes 

BRASS KICK-PLATES difficult for our customers to locate. 

BRASS STOVE BOLTS 


(For Further Information See Page 18) 
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Sheet Zinc 


COMMERCIAL GRADE: This is the grade of zinc most generally used for va- 
rious purposes. 

We carry a stock of this zinc in No. 9 and No. 11 gauges in sheets 36 x84 . 

SPECIAL “ASM-STANDARD” GRADE : This is a special temper of zinc partic- 
ularly suited to difficult forming, seaming, stamping, etc. It will form per- 
fectly where the ordinary commercial grade will crack. 

This zinc comes only in rolls with a maximum width of 20". We carry in 
stock No. 9 and No. 11 gauge rolls 18" and 20" wide. 


TABLE OF GAUGES, WEIGHTS, ETC. 


Zinc Gauge No. 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

Thickness in In... 

.003 

.010 

.012 

.014 

.016 

.018 

.020 

.024 

.028 

.032 

.036 

.040 

.045 

.050 

.055 

.060 

.070 

.080 

.090 

Wt.-Lbs. per Set. ft 

.30 

.37 

.45 

.52 

.60 

.67 

.75 

.90 

1.05 

1.20 

1.35 

1.50 

1.68 

1.87 

2.06 

2.25 

2.62 

3.00 

3.37 


Sheet Aluminum 


The uses and advantages of this material are too well known to require any 
description here. We can quote on or take orders for any form of aluminum de- 
sired, but for the convenience of our customers we carry the following gauges 
and sizes in stock: 

No. 16 B&S Ga. % Hard 36"x96" 

No. 16 B&S Ga. V 2 Hard 24"x72" 

No. 18 B&S Ga. i/ 2 Hard 24"x72" 

No. 20 B&S Ga. V 2 Hard 24"x72" 

No. 20 B&S Ga. V 2 Hard 36"x96" 


TABLE OF GAUGES, WEIGHTS, ETC. 


B. & S. Gauge No. 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

28 

U. S. S. Gauge No. 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

25 

26 

27 

26 

Thickness in Inches 

.128 

.114 

.102 

.091 

.031 

.072 

.054 

.057 

.051 

.045 

.040 

.036 

.032 

.028 

.025 

.023 

.020 

.018 

.016 

Weight-Lbs. per Sq. ft 

1.81 

1.61 

1.44 

1.23 

1.14 

1.01 

.90 

.80 

.71 

.64 

.57 

.51 

.45 

.40 

.36 

.32 

.28 

.25 

.22 


Sheet Lead 


We are in a position to make prompt shipment of sheet lead in any width up 
to 9 ft., and in any thickness from l-64th" to 1" thick. 


TABLE OF WEIGHTS PER SQUARE FOOT 


Thickness in Inches 

* 

X 3 

-h 

K4 

A 

* 

Ti 

rs 

64 

Vs 

A 

Ti 


tt 

if 

61 

if 

& 

1 

Weight in Lbs. per Sq. ft.- 

1 

H 

2 

21 

3 

4 

5 

6 

7 

8 

9 

10 

11 

13 

15 

17 

19 

20 

60 
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Tin Roofing Sheets 


Redipped Old Style 

All old style roofing plates are redipped, resquared, and every sheet is stamped with name, 
gauge and weight of coating. No w asters sold. 



Mlim 


Margaret 

Coating 40 Lbs. 

This is the most popular roofing terne on the market. 
Finished by the palm oil process. 

Sizes 20x28 and 14x20 inches 

IC net weight 245 lbs. per case of 112 20x28 inch sheets 

IX net weight 297 lbs. per case of 112 20x28 inch sheets 



qAG!S@0GI 




Jessie 

Coating 30 Lbs. 

An excellent roofing terne extensively used. Carries a 
coating between the medium and the extra-heavy coated 
plates. Palm oil finish. . 

Sizes - 20x28 and 14x20 inches 

JC net weight 235 lbs. per case of 112 20x28 inch sheets 

IX net weight 287 lbs. per case of 112 20x28 inch sheets 





Helen 

Coating 20 Lbs. 

This is the best medium weight plate made. Palm oil 
finish. 

1C net weight 225 lbs. per case of 112 .20x28 inch sheets 

IX net weight 277 lbs. per case of 112 20x28 inch sheets 



mm 


Machine Made Terne Plates 

These plates are made to meet the large demand for well 
made terns at a low price. They are full weight and even- 
ly coated. 

Wylie 

Coating 8 Pounds. 

Sizes 20x28 and 14x20 inches 

Net Weight 200 lbs. per case of 112 20x28 inch sheets 

Oil finish. 

Wasters sold under the name of Manning. 


Tin Roll Roofing 

Made from all grades of roofing plates. Ready to apply without further preparation. 

Every sheet of 12 lb. coating and heavier stamped with name of plate and weight of coating 

all sheets resquared, making straight rolls. Regular stock furnished, seams single locked and 

soldered one side. 

Can supply Rolls not painted or painted both sides if desired, or with Double Locked Seams, 
soldered or not soldered. 

We carry three widths — 14", 20" and 
28" — in rolls of 100 sq. ft. each. 

27 Sheets contain 100 sq. ft. before 
locking. 

38 Sheets contain 100 sq. ft. after lock- 
ing — for Flat Lock Roofing. 

31 Sheets contain sufficient to lay one 
square of standing seam roofing. 
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PLAIN SICKLE HOOKS 



Per 100 — Tinned 


Pipe 


Size 

For Wood 

Brick 

2 

inch ... 

$3.50 

$4.60 

2V 2 

inch ... 

4.00 

6.60 

3 

inch .. 

6.00 

6.75 

3% 

inch .. 

7.20 

9.70 

4 

inch ... 

7.20 

9.70 

5 

inch ... 

12.30 

13.20 

6 

inch ... 

16.40 

18.50 

8 

inch .. 



33.50 



SQUARE WIRED 
HOOKS 


Pipe Size For Wood Brick 

2", per 100 $4.70 $5.80 

3", per 100 6.80 8.80 

4", per 100 8.50 10.80 

5", per 100 12.20 13.20 

6", per 100 16.80 



SPOUT GUARDS 
(Conductor Strainers) 




Staunchly 

Made 

— Well Finished. 




Galv. 

Copper 


Galv. 

Copper 

Round 

per doz. 

per doz. 

Square 

per doz. 

per doz. 

2" 

round 

$1.50 

$2.20 

2"x3" sq. 

$4.25 

$5.00 

3" 

round 

2.00 

3.00 

3"x4" sq. 

7.25 

8.00 

4" 

round 

3.00 

4.60 

4"x5" sq. 

9.00 

11.00 

5" 

round 

5.00 

9.60 




6" 

round 

6.00 

11.60 





“ASCO” Conductor or Leader Pipe 


10-foot Lengths — Without a Cross Seam 














Round Corrugated 



Plain Round 



Square Corrugated 


Standard Price Lists 


IRON, KEYSTONE C. B. 
Prices Given are in Cents Per Foot 


Plain Round and Plain Corrugated 

Square Corrugated 

Size, Inches 

2 

3 


4 

5 

6 

2 

3 

4 

5 

29 Gauge- 

13 

15 

18 

20 

25 

30 

15 

17 

22 

27 

28 Gauge_-_ 

15 

17 

20 

23 

28 

33 

17 

19 

25 

30 

27 Gauge 

17 

19 

22 

25 

31 

37 

19 

21 

27 

33 

26 Gauge _ - - - - 

19 

21 

24 

28 

34 

40 

21 

23 

30 

36 

24 Gauge - _ 


27 

31 

35 

44 

52 


29 

37 

46 


COPPER 


Plain Round and Plain 


Size, Inches 

H&2 

2^&3 

3±&4 

5 

6 

2 

3 

4 

5 

14 oz. __ _ _ 

40 

50 

65 

85 

1.00 

42 

52 

67 

87 

16 oz. _ _ _ _ _ _ _ 

43 

54 

70 

92 

1.08 

45 

56 

72 

94 

20 oz. _ _ _ 

54 

67 

88 

1.15 

1.35 

56 

70 

90 

1.18 


Square Corrugated 


Note — , 2\ and 3U r sizes are made in Plain Round only. 
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CONDUCTOR ELBOWS 


LIST PRICES 

EFFECTIVE OCTOBER 1, 1913 
When Angles are not specified. No. 3 
Angle will be shipped. 


SIZES 

Round 

Corrugated 

And 

PlainRound 

Galvanized 
Steel, Tin 
and Terne 

Toncan, Key- 
stone, C.B., 
Armco Ingot, 
Char. Iron 


Elbows 

Shoes 

Elbows 

Shoes 

2- inch 

$0.30 

.40 

$0.40 

$0.50 

2U3-inch_.- 

.36 

.48 

.48 

.60 

31-4-inch-.- 

.60 

.75 

.75 

.90 

5- inch 

1.25 

1.50 

1.45 

1.65 

6- inch 

1.50 

1.80 

1.75 

2.00 

Style A or B 
Square 
Corrugated 
2-inch 

$0.40 

$0.50 

$0.60 

$0.75 

3-inch 

.50 

.60 

.70 

.85 

4-inch 

.65 

.80 

.90 

1.10 

5-inch 

1.00 

1.25 

1.35 

1.60 


SIZES 

Round 

Corrugated 

And 

PlainRound 

14 oz. 
Copper 

16 oz. 
Copper 


Elbows 

Shoes 

Elbows 

| Shoes 

2-inch 

$0.70 

$.75 

$0.75 

$0.85 

2U3-inch_-- 

.90 

1.00 

1.00 

1.10 

35-4-inch--. 

1.35 

1.50 

1.50 

1.65 

5-inch 

2.00 

2.25 

2.25 

2.50 

6-inch 

2.85 

3.15 

3.15 

3.50 

Style A or B 
Square 
Corrugated 
2-inch 

$0.85 

$0.90 

$0.90 

$1.05 

3-inch 

1.10 

1.20 

1.20 

1.35 

4-inch 

1.60 

1.80 

1.80 

2.00 

5-inch 

2.40 

2.75 

2.75 

3.00 



No. 1-45° 



No. 1-45° 


Style A — Square 



No. 2-60° No. 3-75° 


Style B — Square 



No. 2-60° No. 3-75° 


Plain Round 



No. 3-75° Shoe 



No 3-75° Shoe 



No. 1-45° No. 2-60° No. 3-75° 


No 3-75° Shoe 


Ridge Roll V Angle Ridge Cap 

2 Inch Roll is Standard 





Diam. of roll, 1%" ; width of apron, 

Diam. of roll, 2 " ; width of apron, 

Diam. of roll, 2%" ; width of apron, 

Diam. of roll, 3 " ; width of apron, 


2 " ; girt. 

8". 

Width 

2y 2 "; 

girt, 

10". 

Width 

3" ; 

girt, 

12". 


3y 2 " ; 

girt. 

14". 

Width 


of 

Apron, 

3 

in.; girt, 

6 

in. 

of 

apron, 

SV 2 

in.; girt, 

7 

in. 

of 

apron, 

4 

in.; girt, 

8 

in. 
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EAVES TROUGH OR GUTTER 


10-foot lengths. Specify style desired. 

Standard Sizes and Gauges. 

Adopted October 1917 



Slip Joint 



Lap Joint 



Double Bead 


Single Bead Lap Joint 


Sizes 

Inches 

No. 

29 

No. 

28 

No. 

26 

No. 

24 

3 

.13 

.15 

.19 . 


31 

.14 

.16 

•20 

.28 

4 

.16 

.18 

.22 

41 

.18 

.20 

.24 

.30 

5 

.19 

.21 

.25 

.31 

6 

.23 

.25 

.30 

.37 

7 

.27 

.30 

.35 

.44 

8 

.31 

.34 

.40 

.50 


Double Bead Lap Joint 


Sizes 

No. 

No. 

No. 

No. 

Inches 

29 

28 

26 

24 


3 

.18 

.20 

.24 . 


31 

.19 

.21 

.25 . 


4 

.21 

.23 

.27 

.33 

41 

.23 

.25 

.29 

.35 

5 

.24 

.26 

.30 

.36 

6 

.28 

.30 

.35 

.42 

7 

• 32 

.35 

.40 

.49 

8 

.36 

.39 

.45 

.55 


Single Bead Slip Joint 


Sizes 

No. 

No. 

No. 

No. 

Inches 

29 

28 

26 

24 

3 

.14 

16 

.20 .. 


31 

.15 

.17 

.21 .. 

.29 

4 

.17 

.19 

.23 

41 

.19 

.21 

.25 

.31 

5 

.20 

.22 

.26 

.32 

6 

.25 

.27 

.32 

.39 

7 

.29 

.32 

.37 

.46 

8 

.33 

.36 

.42 

.52 

Double 

Bead Slip Joint 


Sizes 

No. 

No. 

No. 

No. 

Inches 

29 

28 

26 

24 


3 

.19 

.21 

.25 


31 

.20 

.22 

.26 

.34 

4 

.22 

.24 

.28 

41 

.24 

.26 

.30 

.36 

5 

.25 

.27 

.31 

.37 

6 

.30 

.32 

.37 

.44 

7 

.34 

.37 

.42 

.51 

8 

.38 

41 

.47 

.57 


In ordering trough always state whether single or double 
bead is reauired, slip or lap joint. This will avoid errors. 

When orders call for Slip Joint, state whether right or left 
is reauired. Otherwise it is customary to ship half of each 
s tyle. 


GUTTERS 





STYLE G 



Hsr 

wayW^r vs 


STYLE J 


Size 4-in 3% -in. Deep; 12-in. Girth 

Size 4-in 4 -in. Deep; 13-in. Girth 

Size 5-in 4y 2 -in. Deep; 15-in. Girth 

Size 6-in .• -..5%-in. Deep; 18-in. Girth 


Size 4-in 3 7s -in. Deep; 12-in. Girth 

Size 5-in 4 7s -in. Deep; 15-in. Girth 

Size 6-in 6 -in. Deep; 18-in. Girth 

Size 7-in 6% -in. Deep; 20-in. Girth 



STYLE H 


Size 5-in 3% -in. Deep; 12-in. Girth 

Size 6-in - 4% -in. Deep; 15-in. Girth 

Size 7-in 5% -in. Deep; 18-in. Girth 



STYLE 

K GUTTER 


No. 20— 5"-12" Girth 

4 " 

Deep 2%" 

Bottom 

No. 21— 5"-15" Girth 

4V 2 " 

Deep 4 Vs" 

Bottom 

No. 22— 6"-18" Girth 

5%" 

Deep 5 " 

Bottom 
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MITRES 


Perfect Fitting Mitres 




INSIDE CORNER 



OUTSIDE CORNER 


Made to fit our gutter with the same 
care and attention as we give the 
other products. 


Single Bead, Lap Joint Double Bead, Lap Joint 


Size, Inches 

29 Gauge, per doz. 

26 

24 “ “ “ 

3* 

3.25 

4.00 

4.75 

4 

3.50 
4.25 

5.50 

4* 

4.00 

4.75 

6.50 

5 

4.00 

4.75 

6.50 

6 

5.00 

6.00 
7.50 

7 1 8 Size, Inches 

§•50 i 8.00 29 Gauge, per doz. 

8.00 ; 9.50 26 

9 00 1 11.00 24 

3* 

4.25 

5.00 

5.75 

4 

4.50 
5.25 

6.50 

4 i 

5.00 

5.75 

7.50 

5 

5.00 

5.75 

7.50 

6 

6.00 

7.00 

8.50 

7 

7.50 

9.00 

10.00 

8 

9.00 

10.50 

12.00 

Single Bead, Slip Joint Double Bead, Slip Joint 

Size, Inches 

29 Gauge, per doz. 
26 “ “ “ 

24 

3* 

4.25 

5.00 

5.75 

4 

4.50 
5.25 

6.50 

4* 

5.00 

5.75 

7.50 

5 

5.00 

5.75 

7.50 

6 

6.00 

7.00 

8.50 

7 8 size, Inches 

1 , n 29 Gauge, per doz. 

9.00 10.50 26 

10.00 12.00 24 

3* 

5.25 

6.00 

6.75 

4 

5.50 
6.25 

7.50 

4* 

6.00 

6.75 

8.50 

5 

6.00 

6.75 

8.50 

6 

7.00 

8.00 
9.50 

7 

8.50 

10.00 

11.00 

8 

10.00 
11.50 
13 .00] 


Gem Circles and Shanks 



Gem Circles and Shanks are made of the 
highest grade malleable and wrought iron. 
They are exceedingly strong, durable, neat in 
appearance and easily applied. 

The Circles and Shanks are listed sepa- 
rately. 

TINNED CIRCLES WITH BOLTS 
For Single Bead Eave Trough 

Gutter size List Price 

5 inch $8.95 per 100 

6 inch 11.80 per 100 

7 inch - 17.00 per 100 

8 inch 19.40 per 100 

NO. 12 BERGER SHANKS— TINNED 
Assorted Lengths to Fit Above Circles. 

List Price $11.15 per 100 


WIRE HANGERS 



This wire hanger is made only of the 
very best galvanized steel wire. Every 
piece must pass inspection before ship- 
ment. Furnished in assorted lengths. 
For ALL LONG, take list price of next 
larger size. For DOUBLE BEAD hang- 
ers add 25 cents a gross to the list. 

List price of the L.D.B. Galvanized 
Twisted Wire Hangers: per gross: 


3 -inch 

3 *4 -inch 

4 -inch 

4*4 -inch 

5 -inch 

$2.75 

2.75 

2.75 

3.25 

3.25 

6 

-inch 

3.75 

7 

-inch 

4.25 

8 

-inch 

4.75 
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Flat and Round Head Stove Bolts 

Manufacturers’ Standard List March 1, 1907 

Price Per 100 



Size 

Inches 

Vs 

-h 

IS 


K 

& 

Vs 

Vs 

$0.85 

$0.85 

$0.85 

$L20 

$1~20 





y 2 . 

.85 

.85 

.85 

— 

— 

5^; 

.85 

.85 

.85 

1.20 

1.20 



$2~65 

/8; 

H- 

Vs 

.85 

.85 

.85 

1.20 

1.20 

$1.75 

.90 

.90 

.90 

1.25 

1.25 

1.80 

2.70 

1 

1H 

.90 

.90 

.90 

1.30 

1.30 

1.85 

2.75 

.95 

.95 

.95 

1.35 

1.35 

1.90 

2.85 

IK 

1 3 8 

IK, 

1.00 

1.00 

1.00 

1.40 

1.40 

1.95 

2.90 

1.05 

1.05 

1.05 

1.45 

1.45 

2.00 

3.00 

1.10 

1.10 

1.10 

1.50 

1.50 

2.05 

3.10 

IK 

2 

1.15 

1.15 

1.15 

1.55 

1.55 

2.15 

3.20 

1.20 

1.20 

1.20 

1.60 

1.60 

2.30 

3.40 

2 K 
2K 

2 K 

1.25 

1.30 

1.70 

1.80 

1.70 

1.80 

2.40 

2.50 

3.60 

3.80 

— - 


1.40 

1.90 

1.90 

2.60 

4.00 


Size 

Inches 

Ys 

T2 

& 


K 

TS 

Vs 

3 



1.50 

2.00 

2.00 

2.70 

4.20 

3 K 



1.60 

2.10 

2.10 

2.85 

4.40 

3K 



1.70 

2.20 

2.20 

3.00 

4.60 

3 K 



1.80 

“2.30 

2.30 

3.15 

4.80 

4 

---- 


1.90 

2.40 

2.40 

3.30 

5.00 

4K 



2.00 

2.50 

2.50 

3.45 

5.20 

4K 



2.10 

2.60 

2.60 

3.60 

5.40 

4K 



2.20 

2.70 

2.70 

3.75 

5.60 

5 



2.30 

2.85 

2.85 

3.90 

5.80 

5K 



2.40 

3.00 

3.00 

4.10 

6.00 

5K 



2.50 

3.15 

3.15 

4.30 

6.20 

5K 



2.60 

3.30 

3.30 

4.50 

6.40 

6 



2.75 

3.45 

3.45 

4.70 

6.60 

6K 



2.90 

3.60 

3.60 

4.90 

6.80 

6K 

.... 

.... 

3.05 

3.75 

3.75 

5.10 

7.00 


Machine Bolts 

With Square Heads, Square Nuts, Cut Thread and Finished Points 
Manufacturers’ Standard List, in effect September 1, 1923 


Lgth. 

in 

In. 

Wt. 

100 

Bolts 

List 

Price 

100 

Lgth. 

in 

In. 

Wt. 

100 

Bolts 

List 

Price 

100 

Lgth. 

in 

In. 

Wt. 

100 

Bolts 

List 

Price 

100 

Lgth. 

in 

In. 

Wt. 

100 

Bolts 

List 

Price 

100 

Lgth. 

in 

In. 

Wt. 

100 

Bolts 

List 

Price 

100 

Lgth. 

in 

In. 

Wt. 

100 

Bolts 

List 

Price 

100 

1-4 



3-8 



1-2 



5-8 



3-4 



7-8 



K 

2.9 

$1.70 

6 

22.5 

4.20 

4K 

35.4 

5.50 

4K 

61.4 

8.30 

5 

95.0 

11.55 

5 K 

148.9 

$16.10 

1 

3.2 

1.70 

6K 

23.3 

5.40 

4K 

36.8 

5.80 

5 

63.3 

8.30 

5K 

98.0 

12.10 

6 

157.2 

16.80 

IK 

3.5 

1.70 

6K 

24.1 

5.40 

5 

38.1 

5.80 

5K 

65.5 

8.70 

5K 

101.1 

12.10 

7 

173.8 

18.20 

IK 

3.7 

1.70 

7 

25.7 

5.60 

5 K 

39.4 

6.10 

5K 

67.4 

8.70 

5 K 

104.2 

12.65 

8 

190.4 

19.60 

IK 

3.9 

1.80 

7K 

27.3 

5.80 

5K 

40.7 

6.10 

5 K 

69.6 

9.10 

6 

107.2 

12.65 

9 

207.0 

21.00 

2 

4.2 

1.80 

8 

28.9 

6.00 

6 

43.4 

6.40 

6 

71.6 

9.10 

6 K 

113.3 

13.20 

10 

223.6 

22.40 

2'K 

4.5 

1.90 

8K 

30.5 

6.40 

6K 

46.0 

7.70 

6K 

75.7 

9.50 

7 

119.4 

13.75 

11 

240.2 

23.80 

2K 

4.8 

1.90 

9 

32.1 

6.40 

7 

48.7 

8.00 

7 

79.9 

9.50 

7K 

125.5 

14.30 

12 

256.8 

25.20 

2K 

5.2 

2.00 

9 K 

33.7 

6.80 

7 K 

51.3 

8.30 

7K 

84.0 

10.30 

8 

131.6 

14.85 

13 

273.4 

26.60 

3 

5.5 

2.00 

10 

35.3 

6.80 

8 M 

54.0 

8.60 

8 

88.2 

10.70 

8K 

137.7 

15.95 

14 

290.0 

28.00 

5-16 



11 

38.5 

7.20 

8 K 

56.8 

9.20 

8K 

92.4 

11.50 

8K 

140.8 

15.95 

15 

306.6 

29.40 

K 

4.5 

2.00 

12 

41.7 

7.60 

9 

59.5 

9.20 

9 

96.5 

11.50 

9 

143.8 

15.95 

16 

323.2 

30.80 

1 

5.0 

2.00 

7-16 



9K 

62.3 

9.80 

9K 

100.6 

12.30 

9K 

149.9 

17.05 

17 

339.8 

32.20 

IK 

5.5 

2.00 

1 

13.2 

3.00 

10 

65.0 

9.80 

10 

104.8 

12.30 

10 

156.0 

17.05 

18 

356.4 

33.60 

IK 

6.0 

2.00 

1 K 

14.2 

3.00 

10 K 

67.8 

10.40 

11 

113.1 

13.10 

io K 

162.1 

18.15 

19 

373.0 

35.00 

IK 

6.5 

2.15 

1 K 

15.2 

3.00 

11 

70.5 

10.40 

12 

121.4 

13.90 

li 

168.2 

18.15 

20 

389.6 

36.40 

2 

7.0 

2.15 

IK 

16.2 

3.25 

11 K 

73.3 

11.00 

13 

129.7 

14.70 

12 

180.4 

19.25 

22 

423.4 

39.20 

2 K 

7.5 

2.30 

2 

17.2 

3.25 

12 

76.0 

11.00 

14 

138.0 

15.50 

12 K 

186.5 

20.35 

24 

457.2 

42.00 

2 K 

8.0 

2.30 

2 K 

18.2 

3.50 

12 K 

78.5 

11.60 

15 

146.3 

16.30 

13 

192.6 

20.35 

26 

491.0 

44.80 

2 K 

8.5 

2.45 

2 K 

19.2 

3.50 

13 

81.5 

11.60 

16 

154.6 

17.10 

14 

204.8 

21.45 

28 

524.8 

47.60 

3 

9.0 

2.45 

2 K 

20.2 

3.75 

14 

87.0 

12.20 

17 

162.9 

17.90 

14 K 

210.9 

22.55 

30 

558.6 

50.40 

3 K 

9.5 

2.60 

3 

21.2 

3.75 

15 

92.5 

12.80 

18 

171.2 

18.70 

15 

217.0 

22.55 




3K 

10.0 

2.60 

3 K 

23.2 

4.00 

16 

98.0 

13.40 

19 

179.5 

19.50 

16 

229.2 

23.65 

1 



4 

11.0 

2.75 

4 

25.2 

4.25 

17 

103.5 

14.00 

20 

187.8 

20.30 

18 

253.6 

25.85 

3 

159.0 

17.80 

4K 

12.0 

2.90 

4K 

27.2 

4.50 

18 

109.0 

14.60 

21 

196.0 

21.10 

19 

265.8 

26.95 

3 K 

169.8 

18.70 

5 

13.0 

3.05 

5 

29.2 

4.75 

19 

114.5 

15.20 

22 

204.4 

21.90 

20 

278.0 

28.05 

4 

180.6 

19.60 

3-8 



5K 

31.2 

5.00 

20 

120.0 

15.80 

24 

221.0 

23.50 

21 

290.4 

29.15 

4K 

191.4 

20.50 

K 

6.8 

2.40 

6 

33.2 

5.25 

21 

125.5 

16.40 

26 

237.6 

25.10 

22 

302.8 

30.25 

5 

202.2 

21.40 

1 

7.5 

2.40 

6K 

35.2 

6.50 

22 

131.0 

17.00 

28 

254.2 

26.70 

23 

315.2 

31.35 

5K 

213.0 

22.30 

IK 

8.3 

2.40 

7 

37.2 

6.75 

23 

136.5 

17.60 

30 

270.8 

28.30 

24 

327.6 

32.45 

6 

223.8 

23.20 

IK 

9.0 

2.40 

7 K 

39.2 

7.00 

24 

142.0 

18.20 

3-4 



26 

352.4 

34.65 

7 

245.4 

25.00 

IK 

9.8 

2.60 

8 

41.2 

7.25 

5-8 



1 

48.5 

7.70 

28 

377.2 

36.85 

8 

267.0 

26.80 

2 

10.5 

2.60 

1-2 



1 

30.2 

5.50 

IK 

51.4 

7.70 

30 

402.0 

39.05 

9 

288.6 

28.60 

2K 

11.3 

2.80 

1 

17.0 

3.70 

IK 

32.3 

5.50 

IK 

54.3 

7.70 

7-8 



10 

310.2 

30.40 

2K 

12.0 

2.80 

IK 

18.3 

3.70 

IK 

34.3 

5.50 

IK 

57.2 

8.25 

IK 

86.7 

11.20 

11 

331.8 

32.20 

2K 

12.8 

3.00 

IK 

19.6 

3.70 

IK 

36.4 

5.90 

2 

60.0 

8.25 

2 

90.8 

11.20 

12 

353.4 

34.00 

3 

13.5 

3.00 

IK 

20.9 

4.00 

2 

38.4 

5.90 

2K 

62.9 

8.80 

2 K 

95.0 

11.90 

14 

396-6 

37.60 

3 K 

14.3 

3.20 

2 

22.2 

4.00 

2 K 

40.5 

6.30 

2K 

65.7 

8.80 

2K 

99.1 

11.90 

16 

439.8 

41.20 

3 K 

15.0 

3.20 

2K 

23.5 

4.30 

2K 

42.5 

6.30 

2K 

68.6 

9.35 

2K 

103.3 

12.60 

18 

483.0 

44.80 

3 K 

15.8 

3.40 

2 K 

24.8 

4.30 

2K 

44.6 

6.70 

3 

71.4 

9.35 

3 

107.4 

12.60 

19 

504.6 

46.60 

4 

16.5 

3.40 

2 K 

26.1 

4.60 

3 

46.7 

6.70 

3K 

74.3 

9.90 

3K 

111.6 

13.30 

20 

526.2 

48.40 

4 K 

17.3 

3.60 

3 

27.5 

4.60 

3 K 

48.8 

7.10 

3 K 

77.1 

9.90 

3K 

115.7 

13.30 

22 

570.2 

52.00 

4K 

18.0 

3.60 

3K 

28.8 

4.90 

3K 

50.8 

7.10 

3 K 

80.0 

10.45 

3K 

119.9 

14.00 

24 

614.2 

55.60 

4K 

18.8 

3.80 

3 K 

30.1 

4.90 

3 K 

52.9 

7.50 

4 

82.8 

10.45 

4 

124.0 

14.00 

26 

658.2 

59.20 

5 

19.5 

3.80 

3K 

31.5 

5.20 

4 

55.0 

7.50 

4K 

85.9 

11.00 

4K 

128.2 

14.70 

28 

702.2 

62.80 

5K 

20.3 

4.00 

4 

32.8 

5.20 

4 K 

57.2 

7.90 

4K 

88.9 

11.00 

4K 

132.3 

14.70 

30 

746.2 

66.40 

5K 

21.0 

$4.00 

4K 

34.1 

5.50 

4K 

59.1 

7.90 

4K 

92.0 

11.55 

5 

140.6 

15.40 
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Flat Head Tinners’ Rivets 



FLAT HEAD COPPER TINNERS RIVETS 


Lbs. per M 

Diameter 
of Shank 

Length of 
Shank 

Thickness 
of Head 

Diameter 
of Head 

X . 

.090 

A 

.020 

A 

X 

.101 

A 

.025 

A 

1 

.115 

n 

.027 

X 

IX 

.120 

A 

.030 

V 

IX 

.125 

fi 

.032 

A 

IX 

.133 

X 

.035 

H 

2 

.140 


.037 

A 

2X 

.147 

A 

.040 

8 

3 

.160 

A 

.042 

fi 

3X 

.163 

fi 

.045 

8 

4 

.173 

if 

.047 

X 

4X 

.180 

fi 

.050 

a 

5 

.185 

Vs 

.052 

8 

6 

.200 

if 

.057 

A 

7 

.215 

8 

.065 

A 

8 

.225 

T% 

.065 

X 


2 in. No. 12. 


FLAT HEAD IRON TINNERS RIVETS 


In packages of 1000— Price per 1000 


In bulk 
Price per 
Lb. 


Size 

Length 
in inches 

Diameter 
wire gauge 

Black 

Metallic 

tinned 

Black 

8 oz. 

A 

No. 

13 X 

.22 

.32 

.42 

10 oz. 


No. 

13 

.24 

.36 

.38 

12 oz. 

A 

No. 

12X 

.26 

.41 

.35 

14 oz. 

A 

No. 

12 

.28 

.45 

.33 

1 lb. 

fi 

No. 

11X 

.29 

.48 

.30 

IX lbs. 

A 

No. 

11 

.32 

.54 

.27 

IX lbs. 

tt 

No. 

10X 

.37 

.62 

.26 

IX lbs. 

X 

No. 

10 

.41 

.67 

.25 

2 lbs. 

H 

No. 

9X 

.44 

.72 

.24 

2X lbs. 

A 

No. 

9 

.56 

.83 

.24 

3 lbs. 

A 

No. 

8X 

.62 

.96 

.23 

3X lbs. 

U 

No. 

8 

.72 

1.09 

.23 

4 lbs. 

fi 

No. 

7X 

.79 

1.20 

.22 

5 lbs. 

Vs 

No. 

6X 

1.00 

1.30 

.22 

6 lbs. 


No. 

6 

1.12 

1.50 

.21 

7 lbs. 

8 

No. 

5X 

1.31 

1.75 

.21 

8 lbs. 

A 

No. 

4X 

1.50 

2.00 

.21 

9 lbs. 

29 

Wi 

No. 

4X 

1.68 

2.20 

.21 

10 lbs. 


No. 

4 

1.77 

2.40 

.20 

12 lbs. 

X 

No. 

3 

2.06 

2.64 

. 19 X 


Nails 


COMMON STEEL NAILS. COPPER WIRE NAILS. 


Size 

Length 

Ga. 

Number 
per lb. 

Size 

Length 

Ga. 

Number 
per lb. 

2d 

1" 

15 

876 


5 

8 

16 

1000 

3d 

li 

14 

568 


3 

4 

14 

900 

4d 

H 

12J 

316 


7 

8 

14 

700 

6d 

2" 

Hi 

181 

2d 

1" 

14 

525 

8d 

2\ 

101 

106 

3d 

li 

14 

400 

lOd 

3" 

9 

69 

4d 

li 

12 

260 

12d 

3i 

9 

63 

5d 

if 

12 

156 

16d 

3J 

8 

49 

6d 

2" 

11 

128 

20d 

4 

6 

31 

8d 

2? 

10 

84 

30d 

4 \ 

5 

24 

lOd 

3" 

9 

57 

40d 

5 

4 

18 






COPPER WIRE SLATING 
NAILS. 


Size 

Length 

Ga. 

Number 
per lb. 


7 It 

8 

12 

300 

2d 

1" 

12 

270 

3d 

li 

10 

144 

3d 

li 

12 

216 

4d 

li 

10 

124 

4d 

U 

12 

192 

6d 

2" 

9 

84 


GALVANIZED COMMON GALVANIZED SLATING BARBED ROOFING NAILS 

NAILS NAILS (Regular Head.) 


Size 

Length 

Ga. 

Number 
per lb. 

Size 

Length 

Ga. 

Number 
per lb. 

Size 

Length 

Ga. 

Number 
Per lb. 

3d 

ii" 

14 

430 

2d 

1" 

12 

330 

3 // 

4 

3 // 

4 

13 

714 

4d 

it" 

12i 

250 

3d 

U 

10i 

180 

7 // 

8 

7 ff 

8 

12 

469 

6d 

2" 

lii 

145 

4d 

li 

ioi 

150 

1" 

1" 

12 

411 

8d 

2i - 

10i 

84 

6d 

2 

9 

82 

li" 

li" 

11 

251 


Variations from these weights must be expected in practice. 
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EXPANSION SHIELDS (Without Lag Screws or Machine Bolts) 




List Prices Per 100 

1 /4" Super Grip, Lead 

ifk" Super Grip, Lead 

%" Super Grip, Lead 

y 2 " Super Grip, Lead 

%" Super Grip, Lead- 

Diamond N-Y Iron 

A" Diamond N-Y Iron 

% v Diamond N-Y Iron 

y 2 ” Diamond N-Y Iron — 

%" Diamond N-Y Iron 


$15.00 

18.00 

25.00 

38.00 

65.00 

15.00 

18.00 

25.00 

38.00 

65.00 



Round Head 


BRASS STOVE BOLTS 

3/16" x %" Round and Flat Head 
*4" x %" Round and Flat Head 
1,4" x 1 " Round and Flat Head 

i/4" x 1^" Round and Flat Head 


r 




1 " 
1^4" 
1U" 
2 " 
%" 
1 " 
lkt" 

iy 2 " 


1 f 
i%' 

iy 2 '‘ 

2 " 


ANGLE IRON, FLATS, ETC., BLACK OR GALVANIZED 
Wgt. per ft 


1 " 
1 

iy 2 " 


y 8 " 

Vs" 

tV' 

T*k" 

y±" 

y 8 " 

y 8 " 

tk" 


Black Angles 59 
“ “ .80 


lbs. 


“ “ 1.48 

“ “ 1.80 

“ “ 3.19 

Galv. “ .63 

“ “ .85 

M “ 1.56 

“ M 1.89 

Channel Iron — Galvanized 
%" x Galv. Chan. .73 


lbs. 


r 


i " 
i " 

1^4" 

iy 2 " 

i " 

1 " 
Vk" 

i%" 

2 " 

iy 2 " 


No. 


x JNo. 10 

X T%" “ 

X tk" M 

X ?Y' “ 

X No. 10 

X fk" “ 

X ft" “ 

Tees, Black or Galvanized 

X iy 2 " X ^4" Black 2.47 lbs. 

x 2 " x ^4" " 3.56 “ 

x iy 2 " x w Galv. 2.59 “ 


Wgt. per ft. 
Flats, Black .456 lbs. 


Galv. 


.638 

.797 

.956 

.501 

.65 

.81 


ANGLES, FLATS AND TEES ROLLED TO CIRCLES 

We have special equipment for rolling small angles, etc., to circles and shall be glad to have re- 
quests for quotations. 



BRASS HOOKS 

No. 5 Brass S-Hooks, List 
$1.10 per gross. 



// 


BRASS RINGS 

Brass Rings No. 12 List 
$5.00 per gross. 


CHAIN 



No. 5 P. B. Steel, weight per 100 ft. 5 lbs - - List $3.75 per 100 ft. 

No. 6 P. B. Steel, weight per 100 ft. 2Vz lbs - List 3.50 per 100 ft. 


Register Cords 

SAMSON Solid Braided Cotton Register 
Cord No. 4. Color: Olive Green, in 48 ft. 
Hanks. 


Pulls or Indicator Handles — Marked open and 
shut, in pairs. 

For use with Cords or Chains operating 
Registers and Dampers. 



AWNING PULLEYS 

1" Awning Pulley List $1.20 per doz. 
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A. S. M.-Standard Paint for Metals 

This paint, which comes only in light red, is 
made especially for us. We have been using it on 
our own products for years and it is beyond ques- 
tion the best paint for this purpose we have ever 
found. It costs less to cover a certain area, looks 
better and lasts longer. It spreads thin and even, 
and avoids all tendency to crack and peel off. It 
contains no ingredients harmful to metal, and any 
metal protected by A. S. M.-Standard paint will 
last indefinitely. 

Pecora Roofing Cement 

This is a splendid cement for closing cracks, 
small holes, or other leaks. It is easy to use and 
sets without shrinking, making it perfectly water- 
tight ; and it will not get soft and run in the sum- 
mer time, nor become hard and crack in the 
winter. 

We stock it in two sizes of cans, 10 lbs. and 25 
lbs. each. List price, 14c per lb. 

Noahs Pitch 

This elastic cement is too well known to require 
description. It has long been a favorite among 
roof repairers, and we carry it in stock for prompt 
shipment. 



Soldering Coppers 

Made of the purest copper and will stand up 
under much usage. Carried in all standard sizes 
for prompt shipment. 

Acid Brushes 

Well made especially for this purpose at a rea- 
sonable price. 



Sal Amoniac 

We recommend the use of “SPECCO” Sal Am- 
moniac in cakes. It is very economical in use and 
gives perfect satisfaction. Carried in stock in 
one-pound sizes. 

Magic Solder 



In the course of the many years we have been in business we have used a 
great many different brands of solder of various grades, and have found that 
“MAGIC” solder is the very best we have ever used. It flows better, holds better, 
and two bars of “MAGIC” will go as far as three bars of ordinary solder. 

It will save you money to use it. 
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Parker-Kalon Shur-Grip Solder Iron Handles 




Showing inside construction of the 
SHUR'GRIP. The heat escapes 
through the hole in the direction indi' 
cated hy arrows. 


The Shur-Grip Solder Iron Handle eliminates all the 
troubles you have with ordinary handles. It cuts a thread 
on the stem of the solder iron as it is being screwed on. 
Goes on like a nut on a bolt. Once on, it stays on. Can’t 
get loose or come off unless unscrewed. Safe and com- 
fortable to use. Can’t split, can’t come off, won’t burn, 
stays cool — will outlast six ordinary handles. Pays for 
itself many times over in the time and labor it saves. 


Made in 3 Sizes 

No. 7, for stem %" to diameter (Generally 1% to 4 

pound solder irons — each 

No. 8, for stem 7/16" to 9/16" diameter. (Generally 

4 to 8 pound solder irons) each 

No. 9, for stem %" to 1 / 4" diameter. (Generally 8 to 

12 pound solder irons) each 


Parker-Kalon Unxld Quadrant 


Conceded by authorities on heating and ventilation to be the 
most efficient device yet designed for regulating dampers in hot 
and cold air ducts, blow pipes, dust arrester systems, etc. Its 
use in the largest and finest buildings throughout the country 
is proof of this. Easily and quickly attached to either round 
or flat surfaces. Makes a neat and finished job. The damper 
can, be set at any angle from full open to tight shut. The 
damper is held in any desired position merely by tightening 
the wing nut. Has several other advantages, including a grad- 
uated flange at the bottom of the Quadrant which indicates the 
exact position of the damper ; and the handle can be removed 
at any time, allowing the damper to be removed from the 
duct without ripping out the entire installation. Made of 
heavy gauge pressed steel to fit %" and square rod or 

Damper Bearings. Also made of malleable iron for heavy 
dampers to fit %", %", and %" square rod. Furnished in an 
electro-galvanized finish. 


y 2 " 


... each. % 

... each. % 

Vs 


each. 

each. 

each. 



Parker-Kalon Damper Bearings 



Used instead of rods on small and medium size damp- 
ers. Quickly attached. Made in two sizes — %" to fit the 
%" Quadrants and V 2 " to fit the V 2 " Quadrants. Fur- 
nished in an electro-galvanized finish. 


%" per set 

1 / 2 " per set 


Parker-Kalon Damper Rod Clips 

Offer a quick and easy means of fastening square rod to dampers. 
Easy, because the rod is fastened firmly to the damper without drilling 
and consequent weakening of the rod. Quick, because the drilling 
operation is eliminated. Furnished in a galvanized finish. Made for 
%" and Vs" square rod. 


% 

% 


per 100 
a a 

it a 


%" 

Vs" 


a a 

a a 
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Parker-Kalon Hardened Self-tapping Sheet Metal Screws 

(Patented) 


Parker-Kalon Hardened Self-Tapping Sheet 
Metal Screws are steel Screws hardened 
in such a manner that they cut a thread in 
sheet metal without stripping their own thread. 
They function in sheet metal the same as a 
tap does in iron or steel. The only tool needed 
to make a permanent fastening with these 
Screws is a stout screw driver. 

More than 35,000 sheet metal workers and 
manufacturers of all kinds of sheet metal prod- 
ucts are using them in place of stove bolts and 
rivets with savings of from 50% to 75% in 
time and labor. 

Whether you do general sheet metal work; make stoves, ovens, fur- 
naces, ventilators, automobile bodies, refrigerators, metal furniture, rail- 
way cars or anything else from sheet metal, you can use these Screws 
successfully and profitably. We can only tell you about the savings they 
effect; but you can prove the truth of this statement. 

Can be furnished either with round or flat heads. 

STOCK SIZES AND NET PRICES 




Showing how the 
Hardened Self-Tap- 
ping Sheet Metal 
Screws cut a thread 
into sheet metal like 
a tap and bind the 
parts firmly together. 


No. 6 x %" per gr. 

No. 7 x y 2 " per gr. 

No. 10 x %" — per gr. 


No. 10 x 1%" per gr. 

No. 14 x — : . per gr. 

No. 14 x 1 Vo" per gr. 


Parker-Kalon Plain and Stop Punches 

With this Plain Punch you can punch 
a hole for any size of screw. 

With this Stop Punch you can make 
the size of the hole for the size screw 
you intend using. Made in four sizes 
for No. 6, No. 7, No. 10 and No. 14 
Screws. 


( Plain — $ .20 each \ 

\ No. 6 for No. 6 diameter Screws f 

' No. 7 for No. 7 diameter Screws > 

j No. 10 for No. 10 diameter Screws L 

[ No. 14 for No. 14 diameter Screws ' 


$ .30 

each 



(Stop) 


Parker-Kalon Hardened Masonry Nails 



Parker-Kalon Hardened Masonry Nails provide the 
sheet metal industry with something it has long needed 
— a simple, inexpensive, yet thoroughly satisfactory 
means of making fastenings to brick, concrete, mortar 
and other masonry. For such work as hanging ventilat- 
ing ducts, attaching sheet metal shields, lagging, etc., 
fastening leader and gutter pipe ; attaching roof flash- 
ings ; erecting cornices, skylight, etc., these Nails will 
save you a great deal of time, labor and money. In the 
first place, they cost less than expansion bolts, hooks 
spikes, and other things that are now being used for 
the purpose. And, secondly, they are cheaper to use. 


You don’t have to drill holes for the Nails (unless the 
material is unusually hard and tough, in which case it 
is advisable to drill a small starting hole about half the 
length of the Nail being used). 


STOCK SIZES AND NET PRICES 
(In Boxes of 100) 

Size 

3/16" x 1" 

%" x 1%" 

%" x 2" .... 


Per 100 

$ .60 

1.10 

...... 1.35 


Parker-Kalon Masonry Drill-Punch 




A quick acting drill especially designed for making holes in masonry for Hardened Masonry 
Nails, in such instances where it is necessary to drill holes for them. 

Made in two sizes — tV' for the &"xl" Nails and 1 i" for the }4"xl%" and 1 / 4"x2" Nails. 
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REGISTERS AND GRILLES 



ORDER BY SIZE “A” ABOVE 



Black Japan, 
Priming Coat or 

White Japan, 
White Enamel 

Electro Pkted 
Oxidized Cop- 

Electro 

Brass, 

Plated 

Bronze 

Approx. Shipping Wgts. 

Size 

“A” 

Foundry Finish 



per or Bronze 
Painted 

Copper or Nickel 

Registers 

Faces 


Register 

Face 

Register 

Face 

Register 

Face 

Register 

Face 

Wt. per 
Crate 

No. In 
crate 

Wt. per 
Crate 

No. In 
crate 

8x10 

1.65 

1.10 

2.00 

1.45 

3.15 

2.75 

3.85 

3.30 

70 

12 

40 

12 

8x12 

1.90 

1.30 

2.30 

1.70 

3.65 

3.05 

4.40 

3.75 

82 

12 

43 

12 

9x12 

2.10 

1.45 

2.55 

1.90 

4.00 

3.35 

5.10 

4.45 

88 

12 

49 

12 

10x12 

2.40 

1.70 

2.90 

2.20 

4.40 

3.70 

5.50 

4.80 

102 

12 

58 

12 

10x14 

3.15 

2.20 

3.80 

2.85 

5.25 

4.30 

6.55 

5.60 

111 

12 

68 

12 

12x14 

4.35 

2.80 

5.25 

3.65 

6.85 

5.35 

8.25 

6.75 

137 

12 

80 

12 

12x15 

4.50 

2.90 

5.40 

3.80 

7.00 

5.40 

8.50 

6.90 

141 

12 

95 

12 

12x18 

6.80 

3.90 

8.15 

5.25 

9.55 

6.65 

11.25 

8.35 

208 

12 

160 

12 

14x18 

9.00 

4.50 

10.80 

6.30 

12.00 

7.50 

18.50 

12.00 

240 

12 

190 

12 

14x20 

9.50 

4.80 

11.25 

6.40 

13.00 

8.50 

20.50 

13.00 

127 

6 

16 

1 

14x22 

10.50 

5.00 

12.00 

6.50 

14.50 

9.00 

22.50 

14.50 

136 

6 

17 

1 

16x20 

12.35 

6.10 

13.60 

7.35 

16.55 

10.30 

24.60 

16.00 

140 

4 

20 

1 

16x24 

15.00 

7.00 

16.50 

8.50 

20.00 

12.00 

29.60 

19.25 

156 

4 

23 

1 

18x20 

19.50 

7.60 

21.45 

9.55 

24.75 

12.85 

29.00 

18.00 

160 

4 

24 

1 

18x24 

21.50 

8.35 

23.65 

10.50 

27.75 

14.60 

34.25 

22.50 

105 

2 

31 

1 

20x20 

19.75 

8.00 

21.75 

10.00 

24.75 

13.00 

32.40 

21.20 

90 

2 

28 

1 

20x24 

22.00 

8.60 

24.20 

10.80 

28.20 

14.80 

39.00 

25.50 

102 

2 

34 

1 

20x26 

23.50 

9.50 

25.85 

11.85 

32.00 

17.50 

42.00 

27.50 

112 

2 

37 

1 

20x30 

33.50 

13.50 

36.85 

16.85 

43.00 

23.50 

49.00 

32.50 

140 

2 

43 

1 

20x36 

43.00 

18.50 

47.30 

22.80 

54.00 

29.50 

59.00 

39.00 

153 

2 

52 

1 

24x24 

30.00 

12.00 

33.00 

15.00 

40.00 

22.00 

49.00 

32.50 

130 

2 

40 

1 

24x30 

38.00 

17.25 

41.80 

21.05 

50.00 

29.25 

62.00 

41.50 

160 

2 

49 

1 

24x36 

50.00 

22.00 

55.00 

27.00 

65.50 

37.50 

74.00 

50.30 

94 

1 

60 

1 

30x30 

49.00 

21.50 

53.90 

26.40 

65.00 

37.00 

85.00 

56.00 

105 

1 

70 

1 

30x36 

67.50 

28.50 

74.25 

35.25 

90.00 

51.00 

102.00 

70.00 

124 

1 

82 

1 

30x48 

95.00 

39.00 

104.50 

48.50 

124.00 

68.00 

136.00 

94.00 

150 

1 

114 

1 

36x36 

80.00 

35.00 

88.00 

43.00 

105.00 

60.00 

127.00 

83.00 

144 

1 

92 

1 

36x48 

132.00 

54.00 

145.20 

67.20 

168.00 

90.00 

173.00 

103.00 

177 

1 

124 

1 

38x42 

120.00 

50.00 

132.00 

62.00 

155.00 

85.00 

160.00 

100.00 

170 

1 

120 

1 


WRITE FOR DISCOUNTS FROM ABOVE LIST PRICES 


The above are only a few of the standard sizes which range from 4" x 6* to 42" x 56". 

We shall be glad to quote on any special sizes in above finishes, as well as on solid Brass or Bronze, or 
on White Porcelain Enamel. 

We can also quote on special designs of registers and grilles of all kinds. 
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Round Galvanized Water Tanks 


A. S. M. standard tanks are carefully con- 
structed of full weight galvanized steel. The 
standing seam construction gives the necessary 
rigidity, but this method of construction insures 
better solderin at the seams and less likelihood 
of breaking loose in transportation. 

These tanks are reinforced with galvanized 
angle around the top edge; and the inside bottom 
and four inches up the side are painted with black 
asphaltum as a protection against the residue 
which always accumulates in the bottom of a 
tank. 

The prices do not include pipe connections- If 
a one inch or smaller connection is wanted, add 
$1.00 each to list price. For a larger connection, 
not over two inches, add $1.50. 

State whether cover is wanted, tanks are ship- 
ped without cover unless specified. 

All tanks are supposed to be placed on a solid 
platform, which will support the entire bottom 
surface. 

SPECIAL TANKS 

We are in a position to quote attractive prices on special tanks of any shape 
or dimension, from No. 29 to No. 10 gauge, steel as well as in copper, brass, alum- 


inum, etc. 

Diameter Height 

Capacity 

Gallons 

Without 

Weight 

Cover 

Price 

With 

Weight 

Cover 

Price 

2' 

110" 

43 

22 

$ 7.75 

32 

$12.00 

2' 

210" 

66 

31 

8-70 

41 

13.20 

2' 

4' 4" 

102 

44 

12.50 

54 

17.00 

2' 

510" 

137 

57 

16.00 

67 

20.50 

3' 

110" 

94 

44 

12.50 

56 

17.50 

3' 

210" 

150 

56 

15.70 

67 

20.70 

3' 

4' 4" 

229 

76 

2050 

88 

25.50 

3' 

510" 

305 

97 

26.60 

109 

31.20 

3' 

4' 

6' 9" 

355 

110 

29.75 

122 

34.75 

110" 

172 

61 

34.75 

79 

41.75 

4' 

210" 

266 

78 

20.25 

96 

27.75 

4' 

4' 4" 

407 

105 

27.30 

123 

34.30 

4' 

510" 

547 

131 

28.85 

149 

35.85 

4' 

6' 9" 

633 

148 

38.48 

166 

45.48 

5' 

110" 

269 

84 

21.00 

112 

30.00 

5' 

210" 

406 

106 

2650 

134 

35.50 

5' 

4' 4" 

636 

139 

34.75 

167 

43.75 

5' 

510" 

857 

172 

43.00 

200 

52.00 

5' 

6' 9" 

991 

207 

51.75 

235 

60.75 

6' 

210" 

599 

159 

38.15 

187 

51.15 

6' 

4' 4" 

915 

205 

49.20 

233 

62.20 

6' 

510" 

1233 

255 

51.20 

283 

64.20 

6' 

6' 9" 

1427 

288 

69.15 

316 

82.15 

7' 

4' 4 " 

1247 

210 

5040 

254 

68.40 

T 

510" 

1679 

295 

70.80 

339 

88.80 

r 

6' 9" 

1943 

310 

74.40 

354 

92.40 

T 

7' 9" 

2208 

340 

81.60 

388 

99.60 
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“Asco” Stationary 


F't entilators 



The ASCO Ventilator is constructed of heavy 
galvanized iron, and will permit the maximum 
capacity during either stormy or calm weather. 
The area between wind band and ventilator is 
double the capacity of the stem. 

The corrugated wind band and stamped out 
cap are reinforced by heavy galvanized braces 
fastened with bolts, giving a rigid construc- 
tion. 

The quality of material, and the workman- 
ship insures strength, durability, and a neat 
appearance. 


Size 

WRITE FOR 
Cu. Ft. 

P. Min. 

DISCOUNTS 

Shipping 

Weight 

List 

Price 

10" 

191 

17% lbs. 

Metal Tops 
54.90 

12" 

275 

25 

lbs. 

5.15 

14" 

374 

27 

lbs. 

6.70 

16" 

489 

39 

...lbs. 

7.35 

18" 

618 

52 

lbs. 

8.35 

20" 

764 

74 

lbs. 

9.90 

24" 

1099 

88 

lbs. 

13.15 

30" 

1718 

158 

lbs. 

25.25 

36" 

2474 

240 

lbs. 

37.85 

42" 

3365 

330 

lbs. 

57.95 

48" 

4400 

465 

lbs. 

82.95 


Add 20% to above prices for Glass Top Ventilators. 


“Asco” Ventilator Bases 




Square Base of Ventilator for Comb of Roof 


Round Base of Ventilator for Comb of Roof 


Our bases for centilators are made of the 
same gauge of metal as the ventilators, and 
when ordered, type of roof and the pitch, also 
whether on comb or side of roof must be 
stated. 

Square Bases are sometimes preferred, es- 
pecially when glass top ventilators are used. 



Shipping 

List Price 

List Price 

Size 

Weight 

Round Base 

Square Base 

10" 

18 lbs. 

$2.35 

$3.05 

12" 

22 lbs. 

2.70 

3.70 

14" 

28 lbs. 

3.75 

5.15 

16" 

34 lbs. 

4.85 

6.60 

18" 

40 lbs. 

5.90 

8.05 

20" 

46 lbs. 

7.25 

9.90 

24" 

52 lbs. 

8.05 

11.00 

30" 

67 lbs. 

10.75 

14.65 

36" 

95 lbs. 

14.50 

19.80 


ATLANTA SHEET METAL WORKS 
Atlanta, Georgia 


Page 21+ 


sco ” Rotary l r entilators 


The ASCO Rotary Ventilators are of 
rugged construction, so designed to give 
the maximum strength without unnec- 
essary weight. 

The simple design, particularly the 
ball-bearing feature, insures ease of op- 
eration without necessity of attention 
for oiling or adjustments, eliminating 
the likelihood of sticking, and making 
the ventilator responsive to the slight- 
est breeze. 

They are so easily adapted to special 
installations using electric fans to ac- 
celerate the exhaust, and we will gladly 
give figures on any size outfit desired. 



Sfficient, pimple and ddurable 



Size 

Shipping 

Weight 

12" 

34 lbs. 

16" 

60 lbs. 

20" 

90 lbs. 

24" 

122 lbs. 

30" 

180 lbs. 

36" 

310 lbs. 

48" 

490 lbs. 


Average 

Capacity 

C. F. M. 

List Price 

425 

$13.45 

726 

24.40 

1190 

36.60 

1720 

40.25 

2760 

50.00 

4560 

76.85 

8040 

123.25 


Crated F. 0. B. Cars, Atlanta. Discounts on Request. 


BASES: 

Square bases and prices as shown on op- 
posite page will apply to the above rotary ven- 
tilators. 
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GABLE No. 34 (Louvres Extra) 


Skylight Prices: 

(Ventilators, Louvres and Turrets are extra) 


List prices given below — Write for Discounts. 



No. 35 

Shipping 

No. 34 

Shipping 

No. 33 

Shipping 

Stock sizes 

Flat 

Weight 

Gable 

Weight 

Hipped 

Weight 

4'0" x 6'0" 

$20.60 

54 lbs. 

$24.90 

90 lbs. 

$29.30 

95 lbs. 

6'0" x 8'0" 

39.80 

80 lbs. 

46.85 

120 lbs. 

52.70 

120 lbs. 

6'0" x lO'O" 

49.80 

98 lbs. 

58.55 

140 lbs. 

65.90 

142 lbs. 


Prices on Special Sizes or Construction Gladly Given Upon Request. 

If Louvres are wanted, add following amount to list prices before deducting dis- 
count : 

For Fixed Louvres for 4' x 6' Skylight add $5.25— Movable Louvres $6.60. 

For Fixed Louvres for 6' x 8' or 6’ x 10* add $6.10 — For Movable Louvres $8.30. 

SKYLIGHT TURRETS No. 36 

List Prices — Write for Discounts 

Size Fixed Movable 

4' x 6' $43.20 $ 56.15 

6' x 10' 92.15 119.80 
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“As co” Skylights 




HIPPED (Turret Extra) 


No. 33 — Skylight with No. 36 Turret 
DECRIPTION 

Our stock skylights are made of 26-gauge galvanized iron, have proper condensation gutter with 
weep holes, and bars are absolutely water tight. Skylight frames are made to fit over the out- 
side of curb and all dimensions are from outside to outside of curb, an additional three-quarter 
inch being allowed by us to take care of roofing and flashing. 

Prices include one-quarter inch RIBBED WIRE GLASS, but do not include any wood curb 
or putty. 

In giving dimensions of curb, be sure to measure from outside to outside of curb. 

Skylights larger than 6' x 10' will be shipped in as large sections as convenient for transpor- 
tation. 

Weights shown do not include glass, which is shipped separately. Figure shipping weight 
of glass at 4 V 2 lbs. per square foot. 

When bought with movable Louvres, we include Chain and Rings. All crating charges in- 
cluded. 

SKYLIGHT TURRETS 

In places where ordinary ventilating Louvres are not sufficient to supply the ventilation re- 
quired it is advisable to install Turrets under the skylight. These may be equipped with fixed 
Louvres, where it is intended that the Turret re main open all the time; or with movable Louvres 
by which the Turret may be opened or closed in case of storms or cold weather. 

Turrets are made separately and may be easily installed under an old skylight. 

FOR PRICES, SEE OPPOSITE PAGE. 
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Conductor Heads and Bands 



No. 15 



No. 14 


Galvanized Steel 
LIST PRICES 

List 

No. Size of Head Pipe Sizes Prices 

12 12 *4x18 *4x20" deep, 4" & larger $ 7.00 

13 9x16x16" deep, 3" and 4" 10.00 

14 10x16x15" deep, 3" and 4" 11.00 

15 10x14x17" deep, 3" and 4" 6.00 

51 ; 15.00 

Conductor Bands 

For Standard Pipe Sizes 

List Price 

No. 60 — Copper Band $1.30 

No. 60 — Zinc Band 1-00 

No. 65 — Copper Band , ~ 1.10 

No. 65— Zinc Band 80 



No. 12 


Fig. No. 60 
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Fig. 65 
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Sheet Metal Ornaments 

ZINC, COPPER OR BRONZE 


101 

4\W^ 4a. -%i 






102 



103 


104 



Zinc List Prices 


No. 101 — 3" Egg & Dart Mould, Per ft $ -20 

“ 102 — 2*4" Lambs Tongue Mould, Per ft .. — - 18 

“ 103— 3 y 2 Leaf Mould, Per ft - 22 

“ 104—1" Bead Mould, Per ft 16 

“ 105 — Corner Shell, Height 10", Length 10", Each 1.30 

“ 106 — Cresting Center to Center of Large Shells 14", Height 8 V 2 ", Per ft 60 
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Sheet Metal Ornaments 

ZINC, COPPER OR BRONZE 





113 


No. 

(( 




107 — Mitre for No. 106, Height 5", Legnth 5", Each 

108 — 4" Rosette, Each 

109 — 5" Rosette, Each - - 

110 — 3" Rosette, Each - 

111 — 6" Rosette, Each - - 

112— Bracket, Projection 14 Face 7", Height, 8", Each 

113 — Bracket, Projection 21% ", Face 8", Height 9", Each . 

116 — Lion Head, Face 8", Height 9", Each ~ 


$1.00 
. .18 
. .20 
. .12 
. .25 
. 1.50 
. 2.00 
. 3.00 
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Sheet Metal Ornaments 



No. 117— Straight Shell, 10% " high by 18" long. 

“ 119 — Fluted Facia, 8 %" wide, outside to outside. 

“ 126— Marquise Cresting, 5 V 2 " high, 17% ", center to center. 
“ 127— Marquise Fringe, 10" high, 8 %", center to center. 

“ 129 — Acorn 4" diameter, 6 %" high. 

“ 130 — Cresting Ornament, 7%" x 13". 

“ 131 — Cresting Ornament, 6 %" x 18". 

“ 132 — Panel Ornament, 13%" x 18". 
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Sheet Metal Tools and Machines 


NIAGARA SNIPS 



Straight 


Niagara snips are made to satisfy sheet metal workers, 
the most exacting users of snips. Drop-forged of refined 
iron, with high-grade tool steel welded to the jaws. The 
cutting parts are properly hardened, insuring a durable 
cutting edge. 

The are so ground and fitted that they will cut 
smoothly and easily. The bearing surfaces around the 
bolt holes fit closely. 

These snips, being correctly proportioned, are strong 
and powerful, but not clumsy. The bows or loops are 
shaped to fit the hand. They will not lame and tire the 
operator in continuous use. 


Niagara Snips Number 

6K 

7 

8 

9 

10 

Length overall in. 

Length of j aws from 

pivot in. 

Net weight — ounces 

Code word 

Niagara Straight 

Sryjpc: p#vp p^iT* 

15H 

4K 

52 

Teolo 

$ 

14X 

4K 

42 

Tepez 

13X 

4 

32 

Tepga 

12H 

3K 

26 

Tepim 

10H 

3 Vs 

19 

Tepsi 

Circle Snips (see 
Buffalo Snips). 








BUFFALO COMBINATION SNIPS 

Drop forged and steel laid 


They possess all the desirable features of our ‘‘Niagra” 
Snips, while their jaws are so shaped that curves, scrolls 
and irregular shapes can be cut, as well as straight 
lines. The jaws allow the material to pass freely when 
cutting curves or changing the direction of the cut. 
Buffalo Circle Snips. As it is very desirable that Snips 
with curved jaws intended to cut curves also have the 
jaws shaped “Buffalo” style, we decided to offer them 
exclusively. 



They have short, stout jaws and long handles. Will 
cut No. 18 iron. Drop forged and laid with hardened 


steel. 

Extra Heavy Snips Number 

5 

Length of jaws from center of pivot-.inches 

Length over all inches 

Net weight ounces 

Code word 

Price.. . . . . . per pair 

3 

16 

64 

Termu 

$ 




NIAGARA BENCH SHEARS 


Forged and laid with high-grade tool steel, properly 
hardened. 

They cut on the right-hand side of the lower jaw. 


Niagara Bench Shears 

No. 

00 

0 

1 

2 

Capacity 

Length of j aws from 

.No. 

18 

18 

18 

19 

pivot.. ... 

..in. 

12X 

11 

9 K 

9 

Entire length 

..in. 

46 

41 

36 

33 

Net weight 

.lbs. 

36 

31 

22 

20 

Code word 

Price 


Tesko 

Tesob 

Tespe 

Tessh 


NosJ 3 


Capacity No. 

Length of jaws from 

pivot in. 

Entire length inches 

Net weight lbs. 

Code word 

Price $ 


19 

20 

21 

22 

8K 

8 

7 

6 

31 K 

29 

27 K 

25K 

15 

11 

9 

7 

Tesuk 

Tesvu 

Tesxa 

Tetdu 






ELBOW BENCH SHEARS 


The jaws are rounded similar to those of Buffalo 
Snips. Forged and steel-laid. 


Elbow Bench Shears 

A 

B 

C 

Capacity No. 

Length of jaws from cent, of 

pivot in. 

Entire length inches 

Net weight lbs. 

Code word 

18 

5K 

26 K 

10 

Tetfa 

16 

7 

33K 

17 

Tetov 

14 

8K 

44 

33 

Tetri 

Price $ 






COMPOUND BENCH SHEARS 


Buffalo Snips 

17 

*‘l8 

19 

Length overall 

in. 

— 14K- 

13K 

12K 

Length of jaws from 

pivot 

Net weight — 

Code word - 

cent, of 

-..in. 

ounces 

4K 

40 

Teraz 

4 

31 

Terco 

w 

25 

Terds 

Buffalo Straight Snips. 
Code word _ . 

-..per pair 

$ 

$ 

$ 

Terex 

Terfy 

Treid 

Buffalo Circle Snips. 

per pair 

$ 





Compound Bench Shears No. 

20 

Length of jaws from center of pivot- -inches 

Entire length inches 

Will cut soft steel up to inches 

Net weight lbs. 

Code word 

8K 

46 

-h 

52 

Tetto 

Price -.$ 
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BUFFALO ELBOW WEDGING MACHINE 


BUFFALO CRIMPER AND DEADER— TWO SPEEDS 



Used in making the circular joints of elbows. Faces 
of different types can be furnished to suit the desired 
kind of circular joint. They are usually applied to the 
Buffalo Small Turner, or can be made for other ma- 
chines, particularly the Power Punch Machines. 

. Faces type No. 1 can be used for the outer edge of 
riveted or lock seamed elbows. The inner edge is turned 
on a burring machine. A special round face gauge is 
furnished with No. 1 faces. 

Faces type No. 4 are used for the inside and outside 
edges of riveted elbows with tight or loose joint. 

Faces No. 10 (shown on the machine) produce “V” 
shaped creases on both elbow sections. 

Faces of other designs for elbow work can be furnished 
for our hand or power Bench Machines, to suit individual 
requirements. 

The price of the Buffalo Elbow Edger includes one 
pair of any of the three kinds of faces which are shown. 
When ordering state number indicating type of faces 
wanted. 



Code Word 

Shipping 

Weight 

With 

Standard 

Buffalo Elbow Edging 
chine 

Ma- 

Tajic 1 

34 lbs. 

$ 


Small Superior Standard furnished with machine. 

Treadle attachment in place of crank screw, extra. $. 


SUPERIOR STANDARD 

Owing to the shape of this stan- 
dard, the socket is in such position 
that the machine is brought for- 
ward beyond the bench. 

Adjustable for benches varying in 
thickness from 1 to 2 inches. 




For No. 20 iron and lighter 


In order to facilitate joining lengths of sheet metal pipe 
this machine contracts the end of the pipe by crimping 
it. A bead can be made at the same time to stiffen the 
material and to form a stop for the adjoining lengths. 

Two Speeds. For light material the machine is oper- 
ated rapidly by putting the crank handle on the lower 
shaft ; for heavier material the work is made easier by 
driving from the back gear shaft. 

Adjustment. The relative depth of the crimp and 
bead can be regulated quickly and with ease. A distinct 
crimp and shallow bead can be obtained, or vice versa, 
or crimp and bead can be made uniform. The adjust- 
ment is made by means of two wing nuts. By loosen- 
ing one and tightening the other, the upper shaft is 
tipped either towards the front or towards the handle 
end, as may be desired. 

Rolls. Length of crimping rolls, 1 % inches; length of 
beading rolls, 1 inch ; size of O. G. 9/16 inch ; distance 
between shaft centers 1 13/16 inches. Rolls are made of 
steel and hardened. The spiral crimping rolls shown in 
the illustration are regularly furnished, but straight 
crimping rolls can be substituted, if desired. 

A pair of plain collars is furnished to take the place 
of the beading rolls when crimping alone is to be done. 
Collars to replace the crimping rolls are charged for 
extra, if wanted. 

Gears. The connecting gears are machine-cut, of steel. 

Rolls No. 15. The set consisting of O. G. Rolls, blank 
collars 1 inch long and crimping rolls, lti inches long 
can be used on the shafts of our regular Buffalo Crimper 
and Beader, when extra long joint is desired. 


— - — 

1 

Shipping 

With 


Code Word 

Weight 

Standard 

Buffalo Crimper and Beader. 

Talbi 1 

65 lbs. 

$ 


Treadle Attachment in place of crank screw.extra $. 

Plain Collars to take place of crimping rolls, per 
pair, extra. $- 

Rolls No. 15— Per set of 3 pairs, extra. 

Price includes a Superior Standard. 


BUFFALO MACHINES— OPEN FRAME 



Height 

Above 

Bench 

Diam. 

of 

Hole 

Code 

Word 

Net 

Weight 

Price 

Small Superior Stand 
dard 

9 in. 

l^in. 

Tajki 

nibs. 

$ 

Large Superior Stand 
ard . . 

10 in. 

2 ts in. 

Tajov 

21 lbs. 





They are similar to our Superior Encased 
Machines, the principal difference being in the 
frame, which is made of one piece and open. 
Workmanship and details conform with the 
Niagara standard practice. 

They are of modern design and high grade 
workmanship. The frame is extra heavy. 
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RAISING HAMMERS 


PLAIN FORMING ROLLS 


Nos. 

1 

2 

3 

4 

Diameter of large 

face inches 

Diameter of small 

face inches 

Net weight lbs. 

Price with handle — each 

2K 

IK 

4K 

$ 

2K 

IK 

3K 

IK 

IK 

2K 

IK 

IK 

IK 



1 





RIVETING AND SETTING HAMMERS 



Riveting Hammer 



Setting Hammer 


Ncs. 

1 

2 

3 

4 

5 

Weight complete lbs. 

Size of face inches 

Riveting Hammers each 

Setting Hammers each 

IK 

IK 

$ 

IK 

1 

1 

K 

K 

K 

K 

K 













HOLLOW PUNCHES 



Forged of tool steel and hardened. 


Diameter inches 

Each $ 

K 

K 

K 

K 

K 

K 

1 

IK 










Diameter inches 

Each 3? 

IK 

IK 

IK 

IK 

IK 

IK 

2 

2K 










Diameter inches 

Each $ 

2K 

2% 

2K 

2K 

2K 

2K 

3 

---- 


Hollow punches of regular sizes— per inch diameter $ 
Other sizes can be made to order, at special prices. 


GROOVING TOOLS 



Forged of steel and hardened. 


Nos. 

00 

0 

1 

2 

3 

4 

5 

6 

7 

8 

Size 

Each--.. 

.--inch 
$ 

K 

■re 

K 

& 

K 

■h 

A 

& 

■h 

Ki 


RIVET SETS AND HEADERS 



Forged of steel and hardened. 


Nos. 

00 

IT 

14 

0 

1 

K 

8 

2 

& 

6 

3 

4 

5 

6 

7 

8 

Size of hole -inch 
For iron rivets lbs. 
F.nrh SR 

-h 

10&12 

IT 

4&5 

2K&3 

T2 

1K&2 

Ti 

IK 

K 

IKoz 

A 

10&12 













The upper roll is adjustable for the thickness of ma- 
terial and the forming roll according to the diameter to 
he formed. 

Forming Rolls — Intended for forming sheet metal in 
cylindrical shape. The capacity depends upon the diame- 
ter and length of the rolls. 

Rolls are made of steel. One of the feed rolls is ad- 
justable for the thickness of the material and the rear 
roll according to the diamter to be formed. The gears 
are of steel. 

Power Drive can be applied at proper difference m 
price. 

Iron Legs can be furnished for the smaller machines 
which are regularly furnished for bench use. 

Wire Grooves are provided on all our Plain and Slip Roll 
Formers, l\/ 0 inches diameter and larger. They permit 
forming sheets with wire edges and wire rings. The 
wire must pass through one of the grooves. Those on 
one end of the lower front roll and forming roll are used 
when the wire is to be towards the outside of the cylin- 
der, and the grooves on the end of the top roll are for 
wire on the inside. 


Plain Forming Rolls 

Code Word 

Shipping Wt. 

1^x20 inches 

Taxbu 

Taxda 

Taxed 

Taxip 

Taxro 

Tayas 

Tayir 

80 lbs. 
130 lbs. 
150 lbs. 
170 11 . 
22o ’bs. 
245 lbs. 
270 lbs. 

2 x30 inches 

2 x37 inches 

2 x42 inches.. 

25x30 inches 

25 x 37 inches.. .. -- -- 

2 sx42 inches 



Price 


QUEEN CITY FOOT SQUARING SHEARS 



For No. 18 Iron and Lighter 
These Shears are in appearance similar to the “Ex- 
elsior,” but being heavier and more powerful, they will 
ut thicker material. , 

Holddown is included in prices of 36-inch and longer 
hears. 

Top Shelf is charged for extra, if wanted. 

Steel Treadle is applied to 52 and 62-inch Queen City 


Queen City Squaring Shears 

Code Word 

Shiooinn Wt 

Price 

22 inch 

Tobhm 

Tobew 

Tobix 

Toboi 

Tobro 

Tobup 

365 lbs. 
500 lbs. 
645 lbs. 
780 lbs. 
1,000 lbs. 
1,300 lbs. 

$ 

4. 

30 inch 

36 inch 

42 inch 

52 inch 

62 inch 


Holddown to 
wanted. 
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BUFFALO MACHINES— OPEN FRAMES 

Crank Screw that raises and lowers the upper 
shaft is in such position that it will not in-*- 
terfer with the work. It moves the upper 
shaft twice as quickly as that of ordinary 
machines. The crank screw works in a steel 
bushing and a spring cushion takes the 
strain in going over seams. 




Buffalo Small Burr 


Small Turner — Thickness of upper faces, 9/64 
and 3/16 inch. 


Bultalo Wiring Machine 


Wiring Machines — For wire up to 5/16 in di- 
ameter. 

Gauge is made of extra fine tool steel. 

Faces are removable from the shafts. The up- 
per face and shaft can be adjusted laterally 
for the thickness of the material. 

Bearings are adjustable for wear. 



Superior Large Turner- 


Large Turner — Thickness of upper faces, 5/32 
and 7/32 inch. 


Buffalo Machines 

Between 

Shaft 

Centers 

Code 

Word 

Ship- 

ping 

Weight 

With 

Stand- 

ard 

Wiring Machine 

2 % inches 

214 inches 

214 inches 

IK inches 

214 inches 

IK inches 

Tahgu 

Tahir 

Tahuk 

Tahwo 

Taifs 

Taj ad 

39 lbs. 

40 lbs. 

35 lbs. 

27 lbs. 

34 lbs. 

27 lbs. 

$ 

Large Turner, with 
extra upper and 
lower faces 

Small Turner, with 
extra upper and 
lower faces. . ... 


Extra Small Turner, 
with extra upper and 
lower faces 


Large Burr, with extra 
upper face . . 


Small Burr, with extra 
upper face 




Treadle Attachment in place of crank screw, 
extra. 

Small Superior Standard is furnished with 


these machines. 


KEYSTONE ADJUSTABLE BAR FOLDER-Patented. 
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Page 

Page 

19 

Acid Brushes 

18 

Indicator Handles 

10 

Aluminum Sheets 

3 

Japanning Stock 

18 

Angle Iron 

18 

Lag Shields 

13 

Angle Ridge Cap 

10 

Lead Sheets 

18 

Awning Pulleys 

32 

Machines and Tools 

18 

Band Iron 

29 

Marquise Ornaments 

28 

Bands for Pipe 

21 

Masonry Nails 

24 

Bases for Ventilators 

21 

Metal Screws 

6 

Black Sheets 

15 

Mitres — Gutter 

6 

Blue Annealed Sheets 

17 

Nails — Copper, Galv., etc. 

16 

Bolts — Stove 

21 

Nails — Masonry 

16 

Bolts — Machine 

29 

Ornaments — Sheet Metal 

18 

Brass Hooks 

19 

Paint 

18 

Brass Rings 

3 

Patent Level Sheets 

9 

Brass Rods 

12 

Pipe — Conductor 

9 

Brass Sheets 

12 

Pipe Hooks 

18 

Brass Stove Bolts 

19 

Pitch 

9 

Brass Wire 

18 

Pull Handles 

7 

Brick Siding — Galv. 

18 

Pulleys — Awning 

29 

Bronze Ornaments 

21 

Punches 

19 

Brushes — Acid 

20 

Quadrants 

4 

Bundling Tables 

18 

Register Cords 

19 

Cement — Roofing 

22 

Registers and Grilles 

18 

Chain 

13 

Ridge Cap 

18 

Channel Iron 

13 

Ridge Roll 

15 

Circles and Shanks 

18 

Rings — Brass 

20 

Clips for Damper Rods 

17 

Rivets 

28 

Conductor Bands 

9 

Rods — Brass 

13 

Conductor Elbows 

9 

Roll Brass 

28 

Conductor Heads 

8 

Roll Copper 

12 

Conductor Pipe 

19 

Roofing Cement 

12 

Conductor Strainers 

7 

Roofing — Galv. 

17 

Copper Nails 

17 

Roofing Nails 

29 

Copper Ornaments 

11 

Roofing — Tin 

8 

Copper Sheets and Rolls 

19 

Sal Amoniac 

19 

Coppers — Soldering 

21 

Screws for Sheet Metal 

18 

Cord for Registers 

15 

Shanks for Gem Circles 

29 

Cornice Ornaments 

10 

Sheets — Aluminum 

3 

Crimped Sheets 

6 

Sheets — Black, etc. 

20 

Damper Bearings 

9 

Sheets — Brass 

20 

Damper Quadrants 

8 

Sheets — Copper 

20 

Damper Rod Clips 

6 

Sheets — Galv. 

6 

Differentials, etc. 

10 

Sheets — Lead 

21 

Drill Punches 

10 

Sheets — Zinc. 

14 

Eaves Trough 

18 

Shields — Expansion 

19 

Elastic Cement 

7 

Siding — Galv. 

13 

Elbows — Conductor 

26 

Skylights 

18 

Expansion Shields 

19 

Solder 

6 

Extras, etc. 

19 

Soldering Coppers 

18 

Flat Iron Bars 

20 

Soldering Iron Handles 

3 

Furniture Metal 

19 

Specco 

7 

Galv. Corrugated Sheets 

16 

Stove Bolts 

4 

Galv. Flat Sheets 

12 

Strainers for Cond. Pipe 

17 

Galv. Nails 

19 

Swabs — Acid 

29 

Galv. Ornaments 

4 

Tables, Differentials, etc. 

7 

Galv. Roofing 

23 

Tanks 

7 

Galv. Siding 

18 

Tee Iron 

7 

Gauges — Standard 

11 

Terne Plates 

22 

Grilles 

32 

Tools and Machines 

14 

Gutter 

26 

Turrets for Skylights 

18 

Handles — Indicator 

24 

Ventilators 

20 

Handles for Soldering Irons 

23 

Water Tanks 

15 

Hangers — Gutter 

7 

Weights of sheets, etc. 

28 

Heads for Conductor Pipe 

9 

Wire — Brass 

18 

Hooks — Brass Pipe 

10 

Zinc Sheets 

12 

Hooks — Tinned Pipe 

29 

Zinc Ornaments 
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